
2014 Hydro Tek (04/14 accessory Hot Links - LP Version) 

 
 

 
 

Hot Water Generator  

Millivolt controlled, Propane Heated 

 
The Hot Link attaches to your existing cold water pressure washer to give you the power of hot water to quickly melt 
away grease and grime.  The cold water pressure washer provides high pressure water into the Hot Link which heats the 
water before delivering it through the spray gun and wand.  The Hot Link is flow controlled; when the trigger gun is pulled, 
the burner automatically starts and stops when the gun is released.  Simply attach the Hot Link to almost any cold water 
pressure washer using the included high pressure connection hose, then connect the pressure washer’s hose, gun/wand 
and nozzles to the outlet on the Hot Link. 
 

PRESSURE  Connect to any cold water pressure washer up to 4350psi (300bar) 

FLOW CAPACITY  
Use your existing pressure washer, 3 to 5 gpm (11 - 19 lpm) 

100F (38C) heat rise @ 5gpm (19lpm) / 125F (52C) heat rise @ 4gpm (15lpm)  

POWER Millivolt controlled (750mv)/ no outside power source required 

CONTROLS/SWITCHES Push button igniter, Adjustable thermostat up to 200F (93C), on/off switch 

PRESSURE CONTROL Safety features include flow switch, pressure relief valve and burst disc 

PRESSURE HOSE Not included – your gun and hose must be rated for at least 200F (93C) 

GUN / WAND  Not included – your gun and hose must be rated for at least 200F (93C) 

CONNECTOR HOSE Includes 48”(1.2m), high pressure hose to connect Hot Link to your pressure washer 

BURNER COIL ½” sch. 80 steel pipe, cold rolled 6 spiral, ceramic insulation, 10” (25cm) exhaust port 

CONSTRUCTION Rugged, powder coated base frame, stainless & powder coated coil wrap 

BURNER FUEL/CAP 
Liquid Propane 

282,400 Btu input 

MOUNTING 4) Holes to bolt down to facility floor, truck, or trailer 

WEIGHT/DIMENSIONS 261#, 19”l x 24.5”w x 41”h  (118kg, 48cm x 62cm x 104cm) 

Specifications subject to change without notification and may vary due to ambient conditions. 

 

Requires: Propane tank (minimum 100lb or 45kg), regulator, and LP hose 

 
 
 
Featuring: 
 Use with your existing cold water pressure washer: you don’t need to 

purchase a complete hot water unit when you already have a cold water 
pressure washer 

 Adjustable temperature up to 200F (93C) for those stubborn jobs 
such as grease, gum, or graffiti 

 Compact size allows for easy installation in a facility and takes up less 
room on your truck or trailer 
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