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Model Number: 119414-00

Ametek Lamb 119414-00 2stage 5.7in vacuum motor 120V Replaced 116336-01  8.685-502.0

Replaced to Q6600-020TMP-01

Manufacturer: Ametek-Lamb

LB MTR 2 STG 5.7" BP PD BB 120V 119414-00 Now Q6600-020TMP-01

 Lamb Motor 2 Stage 5.7 ByPass Peripheral Discharge Ball Bearing 120V

Motor 6.5" Height.

Bypass Type - Peripheral Discharge - Blower Stages 2 - Number of Speeds 1   -
Open Enclosure - 94.0 CFM @ 2-In Orifice - 84.3 Vacuum (H2O Sealed) -   60/50 Hz
- Max Amps 8.0 - Max Air Watts 274 - All-Position Mounting -   Thermal Protection
None - Body Dia 5.7 In - Thermoset Mounting Brackets  -  Intermittent Duty -
Standard Efficiency - Average Life 500 Hours  

Replaces obsolete motors 14600, 14809, 14932, 115216, 116336-01, 122381-00 and
115697.
Motor Specs

    • Motor Type: Bypass
    • Discharge: Peripheral
    • Bearings: Double Ball Bearing
    • Sealed Vacuum: 84.3 inches
    • Maximum Air Watts: 274
    • Maximum Air Flow: 94 CFM
    • Motor Speed: 18,225 RPM
    • 6.5" Hight

Receive half price shipping if you pick up at SteamBrite Supply San Antonio, TX
Optional

    
        
             
             Press On Vacuum Motor Inlet Tube, Cone, or Horn (suction side)
SBMcone15 Esteam 355-405 
            See Video On Link!
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             Add Vacuum Motor Lint Screen Filtration and Gasket to any vacuum motor 
        
    

    
        
             
             Gasket Vacuum Motors fits 5.7in Vacuum Motors 1/4" Thick PP43-807110
Mytee G004A PX13 
        
    

Optional

Availability: This product was added to our catalog on Tuesday 10 August, 2010
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