
BS-75
Self Propelled Scraper

L,W,H

LBS

DIMENSIONS:
L 34 IN X W 20 IN X H 42 IN
FOLDED L 26 IN X W 20 IN X 
H 29 IN

WORKING WIDTH:
6-12 IN 
DEPENDING ON THE TYPE OF BLADE

WEIGHT:
280 LB
OPTIONAL 20LB KIT

TYPE:
SELF-PROPELLED

POWER:
2 HP | 110V, (16A), 1Ø

LINOLEUM / VINYL / CARPET / 
ADHESIVES / TILES / ETC.

The Blastrac BS-75 floor scraper is a powerful self-propelled 
machine, ideal for indoor and outdoor medium sized renovation 
jobs. The BS-75 is constructed of rugged metal for longevity and 
durability on the worksite. With no hydraulic components, this 
floor scraper requires almost no maintenance to keep running at 
peak performance.

BS-75
Self Propelled Scraper

Key Points

 � Shock absorbing handles

 � Adjustable wheel-scrapers

 � Twin electric motors: a motor that 
oscillates the blade and a drive 
motor

Key Points

 � Removable weights to allow easy 
transport

 � Height adjustment handles for 
comfortable operation

FOR MORE INFORMATION VISIT WWW.BLASTRAC.COM 
BLASTRAC 02/2019 � This document is not contractual � Design and technical specifications may be subject to change 

https://www.blastrac.com/request-a-quote/


BS-75 Self Propelled Scraper

BS-75 OPTIONS

10” STANDARD BLADE 
P000886

12” EXTREME DUTY BLADE
P000855XD

12” STANDARD BLADE 
P000855

8” SELF-SCORING BLADE
P000553

8” STANDARD BLADE
P000854

12” SELF-SCORING BLADE
P000555

24” STANDARD BLADE
P000858

6”STANDARD BLADE 
P000859

18” STANDARD BLADE
P000856

DRIVE PIN
E10334

WEIGHT KIT
E13542

BLADE PROTECTOR
E13540
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10” SELF-SCORING BLADE
P000554


	1-8DEZMKII_Spec-Sheet_18
	1-8DEZMKII_Options

	1-8DM_Spec-Sheet_18
	1-8DM_Options

	1-8DPS30_Spec-Sheet_18
	1-8DPS30_Options

	1-10DPS75_Spec-Sheet_18
	1-10DPS75_Options

	1-10DSGI_Spec-Sheet_18
	1-10DSGI_Options

	1-15DSGI_Spec-Sheet_18
	1-15DSGI_Options

	2-20DTMKII_Spec-Sheet_18
	2-20DTMKII_Options

	2-30DSMKIV_Spec-Sheet_18
	2-30DSMKIV_Options

	2-48DS_Spec-Sheet_18
	1-10DLP_Spec-Sheet_18
	1-10DLP_Options

	BMR-75D_Spec-Sheet_18
	BMR-75D_Options

	2-45DTM_Spec-Sheet_18
	350E_Spec-Sheet_18
	350E_Options

	500E_Spec-Sheet_18
	500E_Options

	BMP-335EHY_Spec-Sheet_18
	BMP-335EHY_Options

	BMC-335EHY_Spec-Sheet_18
	BMC-335EHY_Options

	BMP-335GHY_Spec-Sheet_18
	BMP-335GHY_Options

	BMP-4000_Spec-Sheet_18
	BMP-4000_Options

	BS-110_Spec-Sheet_18
	BS-110_Options

	BMS-220ADB_Spec-Sheet_18
	BMS-220ADB_Options

	BMS-220LP_Spec-Sheet_18
	BMS-220LP_Options

	BMS-280LP_Spec-Sheet_18
	BMS-280LP

	05-67000/C_Spec-Sheet_18
	05-67000/C_Options

	BGS-250-115_Spec-Sheet_18
	BGS-250-115_Options

	BG-250MKII_Spec-Sheet_18
	BG-250MKII_Options

	BMG-435_Spec-Sheet_18
	BMG-435_Options

	Crac-Vac_Spec-Sheet_18
	Crac-Vac_Options

	BDC-1133_Spec-Sheet_18
	BDC-1133_Options

	BDC-1216_Spec-Sheet_18
	BDC-1216_Options

	BDC-122_Spec-Sheet_18
	BDC-122_Options

	BDC-1330LP_Spec-Sheet_18
	BDC-1330LP_Options

	BDC-1330P_Spec-Sheet_18
	BDC-1330P_Options

	BDC-3140PPT_Spec-Sheet_18
	BDC-3140PPT_Options

	BDC-44_Spec-Sheet_18
	BDC-44_Options

	BDC-66_Spec-Sheet_18
	BDC-66_Options

	BDC-99_Spec-Sheet_18
	BDC-99_Options

	2-48DC_Spec-Sheet_18
	900DC_Spec-Sheet_18

	Button 17: 
	Page 1: 

	eStore 154: 
	Page 1: 

	Twitter 137: 
	Page 1: 

	Facebook 137: 
	Page 1: 

	Youtube 137: 
	Page 1: 

	Instagram 137: 
	Page 1: 

	Amazon 6: 
	Page 1: 

	Button 19: 
	Page 1: 

	Button 20: 
	Page 2: 

	Twitter 138: 
	Page 2: 

	Facebook 138: 
	Page 2: 

	Youtube 138: 
	Page 2: 

	Instagram 138: 
	Page 2: 

	Amazon 7: 
	Page 2: 



