
COMPARISON

ROOTS BLOWERS VS. SUTORBILT

UNIVERSAL RAI CALIFORNIA LEGEND 

Model CFR Conn.
 Size

Model CFR Conn. 
Size

Max
RPM

Max
Press.

Max
Vac.

22
24
32
33
36
42
45
47
53
56
59
65
68
615
76
711
718

-
-
-

0.016
0.032
0.45

0.0616
0.102
0.0605
0.121
0.1595
0.1318
0.221
0.323
0.246
0.395
0.740
0.405
0.738
1.2

1” NPT
2” NPT

1.25” NPT
2” NPT

2.5” NPT
1.5” NPT
2.5” NPT

3” NPT
2.5” NPT

4” NPT
4” NPT
3” NPT
5” NPT
6” NPT
4” NPT
6” NPT
8” NPT

2ML
2LL
3HL
3ML
3LL
4HL
4ML
4LL
5HL
5ML
5LL
6HL
6ML
6LL
7HL
7ML
7LL
8HL
8ML
8LL

0.017
0.035
0.045
0.060
0.104
0.069
0.117
0.17
0.14
0.210
0.350
0.227
0.383
0.718
0.367
0.733
1.2

0.556
1.04
1.74

1” NPT
2” NPT

1.25” NPT
2” NPT

2.5” NPT
1.5” NPT
2.5” NPT

3” NPT
2.5” NPT

4” NPT
4” NPT
3” NPT
5” NPT
6” FLG
4” NPT
6” FLG
8” FLG
4” NPT
8” FLG

10” FLG

5275
5275
3600
3600
3600
3600
3600
3600
2850
2850
2850
2350
2350
2350
2050
2050
2050
1800
1800
1800

10 PSI
7 PSI
15 PSI
12 PSI
7 PSI
15 PSI
10 PSI
7 PSI
15 PSI
13 PSI
7 PSI
15 PSI
14 PSI
7 PSI
15 PSI
10 PSI
6 PSI
15 PSI
10 PSI
6 PSI

15” HG Vac.
14” HG Vac.
16” HG Vac.
15” HG Vac.
14” HG Vac.
16” HG Vac.
16” HG Vac.
14” HG Vac.
16” HG Vac.
16” HG Vac.
14” HG Vac.
16” HG Vac.
16” HG Vac.
14” HG Vac.
16” HG Vac.
16” HG Vac.
12” HG Vac.
16” HG Vac.
16” HG Vac.
12” HG Vac.

This chart is for information only.  The actual ROOTS blower selection should be made with the customer’s actual 
performance conditions.



COMPARISON

ROOTS BLOWERS VS. GARDNER DENVER

ROOTSFLO/RAM DUROFLOW 

Model CFR Conn.
 Size

Model CFR Conn.
 Size

Max
RPM

Max
Press.

Max 
Vac.

404 ROOTS FLO
406 ROOTS FLO
409 ROOTS FLO
412 ROOTS FLO

418 RAM
616 RAM
624 RAM

0.112
0.168
0.252
0.336
0.5

0.789
1.184

3” NPT
4” NPT
4” NPT
6” FLG
8” FLG
8” FLG

10” FLG

4504
4506
4509
4512
4518
7012
7018

0.112
0.168
0.252
0.336
0.504
0.82
1.23

4” NPT
4” NPT

4 or 5” NPT
6” NPT
8” FLG
8” FLG

10” FLG

4000
4000
4000
4000
4000
2650
2650

15 PSI
15 PSI
15 PSI
15 PSI
10 PSI
15 PSI
15 PSI

16” HG Vac.
16” HG Vac.
16” HG Vac.
16” HG Vac.
16” HG Vac.
16” HG Vac.
16” HG Vac.

*Connections are extra, add approximately $ 200.00 for both.
This chart is for information only.  The actual ROOTS blower selection should be made with the customer’s actual 
performance conditions.

RAM-J CYCLOBLOWER 

Model CFR Conn. 
Size

Model CFR Conn.
 Size

Max
RPM

Max
Press.

Max 
Vac.

406
409
412
616
616

0.167
0.25
0.333
0.789
0.789

4” NPT
5” NPT

6/5” FLG
8/6” FLG
8/6” FLG

5CDL9
5CDL13
7CDL11
7CDL17
9CDL13

0.188
0.26
0.453
0.673
0.881

5” NPT
5” NPT
8” FLG
8” FLG
8” FLG

4000
4000
3600
3600
2700

18 PSI
18 PSI
18 PSI
18 PSI
18 PSI

16” HG Vac
16” HG Vac.
16” HG Vac.
16” HG Vac.
16” HG Vac.

This chart is for information only.  The actual ROOTS blower selection should be made with the customer’s 
actual performance conditions.



COMPARISON

ROOTS BLOWERS VS. M-D PNEUMATICS

UNIVERSAL RAI MD COMPETITOR PLUS

Model CFR Conn. 
Size

Model CFR Conn. 
Size

Max
RPM

Max
Press.

Max 
Vac.

22
24
32
33
36
42
45
47
53
56
59
65
68
615
76
711
718

0.016
0.032
0.045
0.0616
0.102
0.0605
0.121
0.1595
0.1318
0.221
0.323
0.246
0.395
0.740
0.405
0.738
1.2

1” NPT
2” NPT

1.25” NPT
2” NPT

2.5” NPT
1.5” NPT
2.5” NPT

3” NPT
2.5” NPT

4” NPT
4” NPT
3” NPT
5” NPT
6” FLG
4” NPT
6” FLG
8” FLG

2002
2004

3003
3006
4002
4005
4007
5003
5006
5009
6005
6008
6015
7006
7011
7018

0.016
0.032

0.0616
0.102
0.0605
0.121
0.1595
0.1318
0.221
0.323
0.246
0.395
0.740
0.405
0.738
1.2

1” NPT
2” NPT

2” NPT
2.5” NPT
1.5” NPT
2.5” NPT

3” NPT
2.5” NPT

4” NPT
4” NPT
3” NPT
5” NPT
6” FLG
4” NPT
6” FLG
8” FLG

5275
5275

3600
3600
3600
3600
3600
2850
2850
2850
2350
2350
2350
2050
2050
2050

12 PSI
7 PSI

12 PSI
7 PSI
15 PSI
10 PSI
7 PSI
15 PSI
10 PSI
7 PSI
15 PSI
12 PSI
6 PSI
15 PSI
8 PSI
6 PSI

14” HG Vac
14” HG Vac.

14” HG Vac.
14” HG Vac.
14” HG Vac.
14” HG Vac.
14” HG Vac.
14” HG Vac.
14” HG Vac.
14” HG Vac.
16” HG Vac.
16” HG Vac.
12” HG Vac.
16” HG Vac.
16” HG Vac.
12” HG Vac.

This chart is for information only.  The actual ROOTS blower selection should be made with the customer’s actual 
performance conditions.



COMPARISON

ROOTS BLOWERS VS. M-D PNEUMATICS

RAM M-D EQUALIZER

Model CFR Conn.
 Size

Model CFR Conn. 
Size

Max
RPM

Max
Press.

Max 
Vac.

406
409
412
616
624

0.167
0.25
0.333
0.789
1.184

4” NPT
4” NPT
6” FLG
8” FLG

10” FLG

4606
4609
4612
6016
6024

0.171
0.249
0.328
0.783
1.174

4” NPT
4” NPT
6” FLG
8” FLG

10” FLG

4000
4000
4000
3000
3000

15 PSI
15 PSI
15 PSI
15 PSI
15 PSI

15” HG Vac
15” HG Vac
15” HG Vac.
15” HG Vac.
15” HG Vac.

This chart is for information only.  The actual ROOTS blower selection should be made with the customer’s 
actual performance conditions.

RAM-J M-D ACOUSTICAIR

Model CFR Conn. 
Size

Model CFR Conn. 
Size

Max
RPM

Max
Press.

Max 
Vac.

406
409
412
409
412
616
616

0.167
0.25
0.333
0.25
0.333
0.789
.0789

4” NPT
5” NPT

6/5” FLG
5” NPT

6/5” FLG
8/6” FLG
8/6” FLG

4706
4709
4712
5607
5611
5614
5618

0.167
0.25
0.333
0.238
0.35
0.445
0.572

4” FLG
5” NPT
6” FLG
4” NPT
5” NPT
6” FLG
8” FLG

4000
4000
4000
3600
3600
3600
3600

15 PSI
15 PSI
15 PSI
15 PSI
15 PSI
15 PSI
12 PSI

15” HG Vac
15” HG Vac.
15” HG Vac.
15” HG Vac.
15” HG Vac.
15” HG Vac.
15” HG Vac.

This chart is for information only.  The actual ROOTS blower selection should be made with the customer’s 
actual performance conditions.



COMPARISON

ROOTS BLOWERS VS. PDR

ROOTS Blowers PDR

Model CFR Conn. 
Size

Model CFR Conn. 
Size

Max
RPM

Max
Press.

Max 
Vac.

24 URAI
42 URAI
42 URAI
45 URAI
47 URAI
56 URAI
59 URAI
418 RAM
418 RAM
711 URAI
815 RCS-J
721 RCS-J
817 RCS

821 RCS-J
1021 RAS-J
1220 RAS-J
1225 RAS-J

2PDR4
2PDR8
3PDR4
3PDR6
3PDR9
5PDR6
5PDR10
5PDR14
7PDR8
7PDR11
7PDR14
9PDR12
9PDR15
9PDR18
11PDR17
11PDR22
11PDR27

0.33
0.063
0.069
0.098
0.148
0.210
0.318
0.453
0.522
0.718
0.914
1.294
1.618
1.942
2.997
3.878
4.760

2” NPT
3” NPT

2.5” NPT
3” NPT
4” NPT
4” NPT
5” FLG
6” FLG
5” FLG
6” FLG
8” FLG
8” FLG
8” FLG
10” FLG

3600
3600
2800
2800
2800
1900
1900
1900
1400
1400
1400
1200
1200
1200
950
950
950

10
6
10
8
6
10
8
6
10
8
6
10
8
6
10
8
6

12” HG Vac
12” HG Vac.
12” HG Vac.
12” HG Vac.
12” HG Vac.
12” HG Vac.
12” HG Vac.
12” HG Vac.
12” HG Vac.
12” HG Vac.
12” HG Vac.
12” HG Vac.
12” HG Vac.
12” HG Vac.
12” HG Vac.
12” HG Vac.
12” HG Vac.

ROOTS blower selection based on PDR’s maximum speed and pressure.  The actual ROOTS blower selection should 
be made with the customer’s actual performance conditions.  This chart is for information only.



COMPARISON

ROOTS BLOWERS VS. BIG JACK-HOFFMAN

ROOTS Blowers BIG JACK-HOFFMAN

Model CFR Conn. 
Size

Model CFR Conn. 
Size

Max
RPM

Max
Press.

Max 
Vac.

45 URAI 0.121 L4H03
L4H04

A44 (BJI)

0.122
0.122
0.122

3” NPT
4” NPT

3500
3500
3500

15 PSI
15PSI
15PSI

15” HG Vac
15” HG Vac.
15” HG Vac.

406 ROOTS Flo 0.167 L6H03
L6H04

A46 (BJI)

0.168
0.168
0.168

3” NPT
4” NPT

3500
3500
3500

15 PSI
15 PSI
15 PSI

15” HG Vac
15” HG Vac.
15” HG Vac.

409 ROOTS Flo 0.25 L9H04
L9H05

A49 (BJI)

0.252
0.252

4” NPT
5” NPT

3500
3500
3500

15 PSI
15 PSI
15 PSI

15” HG Vac
15” HG Vac.
15” HG Vac.

412 ROOTS Flo 0.333 L12H05
L12H06

A412 (BJI)

0.336
0.336
0.336

5” NPT
6” NPT

3500
3500
3500

15 PSI
15 PSI
15 PSI

15” HG Vac
15” HG Vac.
15” HG Vac.

616 RAM 0.789 L15H05
L15H06

A415 (BJI)

0.420
0.420
0.420

5” NPT
6” NPT

3500
3500
3500

15 PSI
15 PSI
15 PSI

15” HG Vac
15” HG Vac.
15” HG Vac.

ROOTS blower selection based on Big Jack-Hoffman’s maximum speed and pressure.  The actual ROOTS blower 
selection should be made with the customer’s actual performance conditions.  This chart is for information only.

Revised 11/26/02



COMPARISON

ROOTS BLOWERS VS. KAESER

ROOTS Blowers KAESER OMEGA

Model CFR Conn. 
Size

Model CFR Gear 
Size

Conn. 
Size

Max
RPM

Max
Press.

Max 
Vac.

42 URAI
53 URAI
53 URAI

0.0605
0.1318
0.1318

21
22
23

.0334
.044
.0607

2.5”
2.5” 
2.5”

2” NPT
2.5” NPT
2.5” NPT

5600
5400
5200

15 PSI
15 PSI
15 PSI

15” HG Vac
15” HG Vac.
15” HG Vac.

65 URAI
76 URAI
409 RAM

0.246
0.405
0.25

41
42
43

.1094
.146
.219

4”
4” 
4”

4” NPT
4” NPT
4” NPT

4400
4400
4180

15 PSI
15 PSI
15 PSI

15” HG Vac
15” HG Vac.
15” HG Vac.

412 RAM 0.333 52 .2818 4.9” 6” FLG 4000 15 PSI 15” HG Vac

412 RAM
616 RAM
616 RAM

0.333
0.789
0.789

61
62
63

.36

.48

.72

6”
6”
6”

6” FLG
8” FLG
8” FLG

3600
3520
3200

15 PSI
15 PSI
15 PSI

15” HG Vac
15” HG Vac.
15” HG Vac.

824 RCS
827 RCS

2.104
2.411

82
83

1.58
2.362

8.4”
8.4”

10” FLG
12” FLG

2250
2000

15 PSI
12 PSI

15” HG Vac
15” HG Vac

ROOTS blower selection based on Kaeser’s maximum speed and pressure.  The actual ROOTS blower selection should be made 
with the customer’s actual performance conditions.  This chart is for information only.



COMPARISON

ROOTS BLOWERS VS. SPENCER-ROBUSCHI

ROOTS Blowers SPENCER-ROBUSCHI RB SERIES

Model CFR Conn. 
Size

Model CFR Gear 
Size

Max
RPM

Max
Press.

Max 
Vac.

53 URAI
53 URAI
56 URAI

0.1318
0.1318
0.221

30
40
41

0.071
0.92
0.124

3.346
3.346
3.346

3800
3800
3800

15 PSI
12 PSI
8 PSI

15” HG Vac
14” HG Vac.
12” HG Vac.

65 URAI
68 URAI
68 URAI

0.246
0.395
0.395

50
60
61

0.145
0.191
0.229

4.213
4.213
4.213

3200
3200
3200

15 PSI
12 PSI
8 PSI

15” HG Vac
14” HG Vac.
12” HG Vac.

76 URAI
412 RAM
711 URAI

0.405
0.333
0.738

70
80
81

0.282
0.416
0.547

5.315
5.315
5.315

2850
2850
2850

15 PSI
12 PSI
8 PSI

15” HG Vac
14” HG Vac.
12” HG Vac.

412 RAM
616 RAM
616 RAM

0.333
0.789
0.789

90
100
101

0.575
0.745
1.024

6.614
6.614
6.614

2200
2200
2200

15 PSI
12 PSI
8 PSI

15” HG Vac
14” HG Vac.
12” HG Vac.

616 RAM
715 RCS-J
721 RCS-J

0.789
1.039
1.407

110
120
121

1.133
1.447
2.0

8.346
8.346
8.346

1800
1800
1800

15 PSI
12 PSI
8 PSI

15” HG Vac
14” HG Vac.
12” HG Vac.

721 RCS-J
827 RCS

832 RCS-J

1.4
2.411
2.805

130
140
150

2.1
3.061
3.777

10.63
10.63
10.63

1600
1600
1600

15 PSI
12 PSI
8 PSI

15” HG Vac
14” HG Vac.
12” HG Vac.

1418 RAS-J
1422 RAS-J

4.98
6.05

160
170

4.66
6.29

13.386
13.386

1200
1200

15 PSI
12 PSI

15” HG Vac
14” HG Vac.

ROOTS blower selection based on Spencer-Robuschi’s maximum speed and pressure.  The actual ROOTS blower 
selection should be made with the customer’s actual performance conditions.  This chart is for information only.



COMPARISON

ROOTS BLOWERS VS. HIBON

ROOTS Blowers HIBON SNV / SNH Tri-Lobe

Model CFR Conn. 
Size

Model CFR Gear
Size

Max
RPM

Max
Press.

Max 
Vac.

409 RAM
616 RAM
624 RAM
721 RCS-J
616 RAM
824 RCS
824 RCS
824 RCS
827 RCS

1422 RAS-J
1425 RAS-J
1222 RAS-J
1225 RAS-J
1228 RAS-J
1616 RAS-J
1431 RAS-J
1431 RAS-J

0.25
0.789
1.184
1.405
0.789
2.104
2.104
2.104
2.411
6.05
6.73
4.43
4.93
7.53
5.62
8.47
8.47

8
812
815
820
32
840
60
842
870
890
8110
140
170
200
210
280
400

0.254
0.405
0.547
0.772
1.130
1.459
2.089
1.459
2.568
3.282
3.995
4.98
6.003
7.030
7.035
9.939
14.07

5.3”
5.3”
5.3”
6.9”
6.9”
8.5”
8.5”
8.5”

10.67”
10.67”
10.67”
13.4”
13.4”
13.4”
16.5”
16.5” 
16.5”

4250
4250
4500
3600
2000
2400
1800
2900
2100
2100
2000
1200
1200
1200
1000
1000
800

16
16
10
13
10
13
9
13
13
12
10
14
11
9
15
12
9

15” HG Vac
15” HG Vac.
15” HG Vac.
15” HG Vac.
15” HG Vac.
15” HG Vac.
15” HG Vac.
15” HG Vac.
15” HG Vac.
15” HG Vac.
15” HG Vac.
15” HG Vac.
15” HG Vac.
15” HG Vac.
15” HG Vac.
15” HG Vac.
15” HG Vac.

ROOTS blower selection based on Hibon’s maximum speed and pressure.  The actual ROOTS blower selection should 
be made with the customer’s actual performance conditions.  This chart is for information only.



COMPARISON

ROOTS BLOWERS VS. HIBON

ROOTS Blowers HIBON SIAV / VTB

Model CFR Conn. 
Size

Model CFR Gear
Size

Max
RPM

Max
Press.

Max 
Vac.

412 DVJ
412 DVJ
412 DVJ
616 DVJ

1016 DVJ*
1220 DVJ*

6
810
820
25
840
8702

3600
3300
3400
2300
2600
2000

27” HG Vac
27” HG Vac.
27” HG Vac.
27” HG Vac.
28” HG Vac.
28” HG Vac.

*ROOTS 1021 DVJ can be used in either of these cases depending on blower performance conditions.

ROOTS blower selection based on Hibon’s maximum speed and vacuum.  The actual ROOTS blower selection should 
be made with the customer’s actual performance conditions.  This chart is for information only.



COMPARISON
ROOTS BLOWERS VS. M-D PNEUMATICS

ROOTS Blowers M-D PD PLUS

Model CFR Conn. 
Size

Model CFR Conn. 
Size

Max
RPM

Max
Press.

Max 
Vac.

32 URAI
32 URAI
32 URAI
42 URAI
53 URAI
406 RAM
409 RAM
409 RAM
409 RAM
616 RAM
616 RAM
616 RAM
616 RAM
616 RAM
616 RAM
616 RAM
616 RAM
715 RCS-J
721 RCS-J
817 RCS

715 RCS-J
721 RCS-J
821 RCS-J

1418 RAS-J
821 RCS-J

1418 RAS-J
1620 RAS-J
1422 RAS-J
1428 RAS-J

0.045
0.045
0.045
0.0605
0.1318
0.167
0.25
0.25
0.25
0.789
0.789
0.789
0.789
0.789
0.789
0.789
0.789
1.039
1.407
1.58
1.039
1.407
1.87
4.98
1.87
4.98
7.02
6.0
7.53

1.25” NPT
1.25” NPT
1.25” NPT
1.5” NPT
2.5” NPT

4” NPT
4” NPT
4” NPT
4” NPT
8” FLG
8” FLG
8” FLG
8” FLG
8” FLG
8” FLG
8” FLG
8” FLG

10/8” FLG
12/10” FLG

10” FLG
10/8” FLG

12/10” FLG
12/10” FLG
14/12” FLG
12/10” FLG
14/12” FLG
16/14” FLG
16/14” FLG
18/16” FLG

3202
3204
3206
3210
4006
4009
4012
4014
5507
5509
5511
5514
5516
5518
5520
7010
7013
7017
7021
7026
9012
9016
9020
9027
1215
1224
1230
1236
1248

0.028
0.045
0.0675
0.112
0.102
0.150
0.203
0.237
0.235
0.282
0.345
0.445
0.509
0.572
0.636
0.593
0.752
0.983
1.214
1.503
0.990
1.321
1.733
2.311
2.209
3.534
4.418
5.301
7.068

1.5” NPT
2’ NPT

2.5” NPT
3” NPT
3” NPT
3” NPT
4” NPT
4” NPT
4” NPT
5” NPT
5” NPT
6” FLG
8” FLG
8” FLG
8” FLG
6” FLG
8” FLG

10” FLG
12” FLG
12” FLG
10” FLG
12” FLG
12” FLG
14” FLG
12” FLG
14” FLG
14” FLG
18” FLG
20” FLG

3600
3600
3600
3600
3600
3600
3600
3600
3600
3600
3600
3600
3600
3600
3600
3000
3000
3000
3000
3000
2400
2400
2400
2400
1800
1800
1800
1800
1400

15 PSI
15 PSI
15 PSI
15 PSI
15 PSI
18 PSI
15 PSI
10 PSI
18 PSI
18 PSI
18 PSI
15 PSI
12 PSI
12 PSI
8 PSI
18 PSI
18 PSI
15 PSI
15 PSI
12 PSI
15 PSI
15 PSI
15 PSI
15 PSI
15 PSI
15 PSI
15 PSI
15 PSI
8 PSI

15” HG Vac.
15” HG Vac.
15” HG Vac.
15” HG Vac.
15” HG Vac.
17” HG Vac.
15” HG Vac.
10” HG Vac.
17” HG Vac.
17” HG Vac.
17” HG Vac.
15” HG Vac.
15” HG Vac.
15” HG Vac.
12” HG Vac.
17” HG Vac.
17” HG Vac.
15” HG Vac.
15” HG Vac.
15” HG Vac.
15” HG Vac.
15” HG Vac.
15” HG Vac.
15” HG Vac.
15” HG Vac.
15” HG Vac.
15” HG Vac.
12” HG Vac.
10” HG Vac.

This chart is for information only.  The actual ROOTS blower selection should be made with the customer’s actual 
performance conditions.



COMPARISON

ROOTS BLOWERS VS. SUTORBILT 4500

ROOTS MODEL SUTORBILT MODEL

Model CFR Conn.
 Size

Mode
l

CFR Conn.
 Size

Max
RPM

Max
Press.

Max 
Vac.

68 URAI
418 RAM
616 RCS
624 RCS

0.395
0.5

0.789
1.184

5” NPT
8” FLG
8” FLG

10” FLG

608
612
615
618

0.39
0.59
0.73
0.88

6” FLG
8” FLG
8” FLG
8” FLG

2880
2880
2880
2880

15 PSI
10 PSI
8 PSI
6 PSI

17” HG Vac
16” HG Vac
16” HG Vac
12” HG Vac

616 RCS
624 RCS

715 RCS-J
721 RCS-J

0.789
1.184
1.039
1.407

8” FLG
10” FLG

10” / 8” FLG
12” / 10”FLG

711
713
716
721

0.73
0.87
1.06
1.4

8” FLG
8” FLG

10” FLG
10” FLG

2440
2440
2440
2440

15 PSI
10 PSI
8 PSI
6 PSI

17” HG Vac
16” HG Vac
16” HG Vac
12” HG Vac

715 RCS-J
721 RCS-J
821 RCS-J
824 RCS

1.039
1.407
1.87
2.104

10” / 8”
12” / 10”
12” / 10”

12”

812
816
820
824

1.04
1.39
1.74
2.09

8” FLG
10” FLG
12” FLG
12” FLG

2100
2100
2100
2100

15 PSI
10 PSI
8 PSI
6 PSI

17” HG Vac
16” HG Vac
16” HG Vac
12” HG Vac

This chart is for information only.  The actual ROOTS blower selection should be made with the customer’s actual 
performance conditions.


	CALIFORNIA LEGEND
	Conn.
	Size
	Max

	Max
	DUROFLOW

	Conn.
	Size
	CYCLOBLOWER

	Conn.
	Size
	MD COMPETITOR PLUS

	Conn.
	Size
	M-D EQUALIZER

	Conn.
	Size
	RPM
	M-D ACOUSTICAIR

	Conn.
	Size
	PDR

	Conn.
	Size
	BIG JACK-HOFFMAN

	Conn.
	Size
	KAESER OMEGA

	Conn.
	Size
	SPENCER-ROBUSCHI RB SERIES

	Gear
	Size
	HIBON SNV / SNH Tri-Lobe

	Gear
	Size
	HIBON SIAV / VTB
	Gear
	Size
	M-D PD PLUS

	Conn.
	Size
	SUTORBILT MODEL

	Conn.
	Size


