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TriPlex Technical Services 444321747684B, High Alkaline
Carpet APC OXY Pre-Spray

Model Number: 444321747684B

TriPlex Technical Services 444321747684B, High Alkaline Carpet APC OXY Pre-Spray

Manufacturer: TriPlex Technical Services

TriPlex Technical Services 444321747684B, High Alkaline Carpet APC OXY
Pre-Spray
Description
Tackle the toughest commercial and residential carpet cleaning jobs with Tri-Plex
High Alkaline Carpet APC OXY Pre-Spray. Formulated with powerful
oxygen-activated cleaning agents, this high-alkaline pre-spray breaks down heavy
grease, deep-seated soils, and stubborn stains with ease. Designed for professional
cleaners, it prepares high-traffic carpets for thorough extraction. For best results and
to prevent rapid re-soiling, follow up with an acid rinse such as Green Guard to return
the carpet fibers to a neutral pH balance.
Features

    • High-alkaline formula cuts through heavy grease, grime, and organic soils
    • Infused with OXY boosting power to lift stubborn stains and brighten fibers
    • Suitable for both heavy-duty commercial and residential carpet cleaning
applications
    • Optimized for use with standard pump-up sprayers or injection-style liquid
sprayers like Hydro-Force

Specifications

    
        
            pH (Value) 
            2.1-3.0
        
        
            Appearance
            Liquid
        
        
            Color
            Almost colorless to pale yellow
        
        
            Odor
            Slight
        
        
            Flash Point (C)
            Non-combustible
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            Density (g/ml) 
            ca. 1.08
        
    

Directions

    • Always pretest in an inconspicuous area for color fastness prior to full application.
    • Dilute 4 ounces of product into a pump-up sprayer with one gallon of water, then
spray evenly onto all carpet surfaces.
    • Use a carpet groomer to work the pre-spray thoroughly into the fibers and allow a
10-minute dwell time.
    • Extract the carpet thoroughly using a portable extractor or truck mount system.

Documentation
Safety Data Sheet

Availability: This product was added to our catalog on Thursday 20 October, 2011
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