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Model Number: SBM3AE11B
Clean Storm SBM3AE11B, 120 Volt Hour Meter Panel Mount, Dealer Installed, 2-inch Hole
Diameter, 2-3/4-inch Flange

Manufacturer: Clean Storm

Clean Storm SBM3AE11B, 120 Volt Hour Meter Panel Mount, Dealer Installed, 2-inch
Hole Diameter, 2-3/4-inch Flange

Description

The Clean Storm SBM3AE11B is a reliable 120 Volt AC panel-mount hour meter
designed for carpet cleaners, cavity and wall pressurization equipment, and other AC
systems requiring precise operational tracking for maintenance schedules. This
general-purpose, non-resettable hour meter ensures you can easily monitor runtime
to perform timely maintenance such as replacing carbon brushes and rebuilding pump
heads. Each meter is 100% factory tested, and meters may show 0.1 or 0.2 hours
due to rigorous quality control inspections prior to shipment.

Features

» 120 Volt AC operation for general-purpose equipment monitoring

» Non-resettable quartz movement reading up to 99,999.9 hours with 1/10th hour
accuracy

« Designed for panel mounting with a 2-inch hole diameter and 2-3/4-inch
(2.77-inch OD) flange

» Compact and lightweight at only 2 ounces with a power consumption of just 2
Watts

» Wide operating temperature range from -4 to 149 degrees Fahrenheit (-20C to
65C)

Applications
« Carpet cleaning machines and extractors
« Cavity and wall pressurization equipment
* General 120 Volt AC industrial and commercial systems requiring maintenance

tracking

Specifications

Brand
Clean Storm

Model / SKU
SBM3AE11B
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Voltage Supply
120 Volts AC

Reading Capacity
99,999.9 hours (1/10th hour accuracy)

Hole Size / Diameter
2 inches

Flange Outer Diameter
2 3/4 inches (2.77 inches)

Depth
1.62 inches (behind front meter flange to end of spade lug)

Weight
2 Ounces

Temperature Range
-4 to 149 Fahrenheit (-20C to 65C)

Power Consumption
2 Watts

Installation Type
Dealer Installed (Panel Mount)
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