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Clean Storm SBM38CK, Brass Check Valve, 3/8in FIP x 3/8in
MIP, 1-3 lbs Spring, Pumptec 30796

Model Number: SBM38CK

Clean Storm SBM38CK, Brass Check Valve, 3/8in FIP x 3/8in MIP, 1-3 lbs Spring, Pumptec 30796

Manufacturer: Clean Storm

Clean Storm SBM38CK, Brass Check Valve, 3/8in FIP x 3/8in MIP, 1-3 lbs Spring

Description
The Clean Storm SBM38CK Brass Check Valve is a heavy-duty, reliable inline check
valve designed specifically for high-performance chemical injection systems.
Featuring a 3/8" Female Iron Pipe (FIP) inlet to a 3/8" Male Iron Pipe (MIP) outlet, this
valve ensures precise, unidirectional fluid flow from the female connection to the male
connection.
Equipped with a sensitive 1-3 lbs cracking spring, it prevents backflow and maintains
system priming, making it an essential component for truckmount carpet cleaning
equipment, pressure washing rigs, and chemical metering assemblies.

Features

    • Directional Flow: Engineered for seamless water flow from Female (inlet) to Male
(outlet).
    • Durable Brass Construction: High-grade brass body resists corrosion and
withstands demanding chemical exposure.
    • Low Cracking Pressure: Features a 1-3 lbs spring mechanism for quick response
and reliable backflow prevention without restricting flow rate.
    • Wide Compatibility: Ideal for chemical injection systems across various carpet
cleaning truckmounts and high-pressure washing applications.

Specifications

    
    
    
        
            Brand / Model
            Clean Storm SBM38CK
        
        
            Material
            Solid Brass
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            Inlet Connection
            3/8" FIP (Female Iron Pipe)
        
        
            Outlet Connection
            3/8" MIP (Male Iron Pipe)
        
        
            Flow Direction
            Female to Male
        
        
            Spring Rating
            1 - 3 lbs Cracking Pressure
        
        
            Application
            Chemical Injection Systems / Truckmount Carpet Cleaning (e.g., MasterBlend)
        
    

Cross Reference SKUs

    
    
    
        
            Pumptec 30796
        
        
            Clean Storm SBM38CK
        
    

Availability: This product was added to our catalog on Friday 12 October, 2012
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