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Clean Storm 20130104, 22mm Swivel Female To Insulated
1/4in Female, Carpet and Tile Cleaning QD Quick Disconnect

Model Number: 20130104

Clean Storm 20130104, 22mm Swivel Female To Insulated 1/4in Female, Carpet and Tile Cleaning

QD Quick Disconnect

Manufacturer: Clean Storm

Clean Storm 20130104 M22 Female Swivel to Insulated 1/4-Inch Female Carpet
Cleaning Quick Disconnect
Connect a pressure-washer hose with a male M22 outlet to standard carpet- and
tile-cleaning solution hoses or tools that use a 1/4-inch male quick-connect plug. This
assembled adapter combines an M22 female swivel on one end with an insulated
1/4-inch female quick-disconnect socket on the other.
Brand: Clean Storm
Part Number: 20130104
Connection 1: M22 female swivel
Connection 2: 1/4-inch female carpet-cleaning quick-disconnect socket
Product Type: Pressure-washer-hose-to-Insulated carpet-cleaning-QD adapter
Quantity: One assembled adapter
What This Adapter Does
Many pressure-washer hoses terminate in an M22 male fitting, while professional
carpet and hard-surface cleaning hoses and tools commonly use a 1/4-inch
quick-disconnect connection. Clean Storm 20130104 bridges those two connection
styles without requiring the operator to build a multi-piece adapter assembly.

    • M22 female swivel threads onto a compatible male M22 hose connection.
    • Insulated female quick-disconnect socket accepts a compatible 1/4-inch male
carpet-cleaning plug.
    • Swivel-style M22 connection helps make installation and removal easier.
    • Insulated sleeve helps reduce direct hand contact with the hot metal coupler
when used with HOT water.
    • Useful when adapting selected pressure-washer hoses for carpet cleaning, tile
and grout cleaning, upholstery cleaning, or other professional solution-hose
applications.

Connection Layout

    
        
            Pressure-Washer-Hose Side
            M22 female swivel
        
        
            Cleaning-Hose or Tool Side
            Insulated 1/4-inch female quick-disconnect socket
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            Mating Connection Required on M22 Side
            Compatible M22 male fitting
        
        
            Mating Connection Required on QD Side
            Compatible 1/4-inch male carpet-cleaning quick-connect plug
        
        
            Part Number
            20130104
        
        
            Included
            One complete adapter assembly
        
    

Common Uses

    • Adapting a compatible pressure-washer hose to a carpet-cleaning solution hose
    • Connecting compatible tile and grout cleaning tools
    • Connecting compatible carpet wands or upholstery tools
    • Building or repairing a professional hot-water cleaning hose setup

Important Fitment Information
Confirm both mating connections before ordering. M22 fittings are sold with different
internal stem diameters, commonly described as M22-14 and M22-15, and
similar-looking fittings may not seal together correctly. Match this adapter to the
dimensions and configuration of your existing male M22 fitting. Also confirm that the
opposite connection is a standard compatible 1/4-inch male carpet-cleaning
quick-connect plug.
The &ldquo;1/4-inch female&rdquo; description refers to the female quick-disconnect
socket style; it does not describe an exposed 1/4-inch female pipe-thread port. Do not
order by appearance alone.
Installation and Safety

    • Turn off the machine and completely relieve pressure from the hose.
    • Inspect the M22 sealing surface and O-ring; replace damaged seals before
assembly.
    • Thread the M22 female swivel onto the compatible male M22 fitting without
cross-threading.
    • Insert the compatible 1/4-inch male quick-connect plug fully into the female socket
and confirm that it locks.
    • Pressurize the system gradually and check every connection for leakage before
normal use.
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Hot-water warning: The insulating cover helps limit direct contact with hot metal, but it
does not make the fitting cool or eliminate burn risk. Allow the assembly to cool before
disconnecting it, wear appropriate protective equipment, and never separate any
connection while the system is pressurized.
Ordering Note
Sold as one Clean Storm 20130104 adapter assembly. Pressure-washer hose,
carpet-cleaning solution hose, tools, and mating plugs are not included. Specifications
and appearance are subject to change; orders are fulfilled by the part number shown.

Availability: This product was added to our catalog on Friday 04 January, 2013
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