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Clean Storm 8500, Hose Set 15ft x 1-1/2in ID Vacuum & 1/4in
3000 PSI Solution Hose with QDs and Velcro Straps

Model Number: 8500

Clean Storm 8500, Hose Set 15ft x 1-1/2in ID Vacuum & 1/4in 3000 PSI Solution Hose with QDs

and Velcro Straps

Manufacturer: Clean Storm

Clean Storm 8500, Hose Set 15ft x 1-1/2in ID Vacuum &amp; 1/4in 3000 PSI Solution
Hose with QDs and Velcro Straps
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Clean Storm 8500, Hose Set 15ft x 1-1/2in ID Vacuum & 1/4in
3000 PSI Solution Hose with QDs and Velcro Straps

Clean Storm 8500 15ft x 1-1/2in ID vacuum and 1/4in solution hose set delivers
high-pressure fluid transfer up to 3000 PSI and maximum vacuum suction for
professional carpet extractors and auto detailing units. Built with crush-proof 1.5-inch
flexible vacuum hose, factory-installed vinyl cuffs, and a thermal-resistant solution line
rated up to 250&deg;F, this combo kit ensures peak air-flow performance and reliable
cleaning solution delivery. Equipped with heavy-duty brass quick disconnects and four
reusable buckled Velcro straps, the Clean Storm 8500 keeps line management tight
and tangle-free on demanding residential, commercial, and mobile job sites.

Note: Color Not Guaranteed.
Features

    • Crush-Proof Vacuum Hose Construction: Engineered with a resilient 1.5-inch
inner diameter flexible spiral helix that retains original bore size and maximum air
movement even under high vacuum suction or vehicle rollover.
    • High-Pressure Solution Line: Rated for severe operating conditions up to 3000
PSI and fluid temperatures reaching 250&deg;F, preventing swelling, bursting, or
premature thermal degradation.
    • Durable Factory Cuffs &amp; Quick Disconnects: Includes installed 1.5" vacuum
hose cuffs alongside premium brass 1/4" quick disconnects (QD) for rapid, leak-free
equipment hookups.
    • Integrated Cable &amp; Hose Management: Comes equipped with 4 heavy-duty
Velcro straps featuring durable retention buckles to securely bundle solution line to
vacuum hose.
    • Compact 15-Foot Reach: Ideal length for tight operating environments, vehicle
interior detailing bays, and stairwells without excess hose clutter or line resistance.

Applications

    • Commercial Carpet Extraction: Fully compatible with portable carpet extractors
from Clean Storm, Mytee, EDIC, and other major commercial brands utilizing
standard 1.5" vacuum ports and 1/4" QDs.
    • Automotive Interior Detailing: Connects detailing wands, crevice tools, and
upholstery extraction wands directly to portable extractors inside mobile vans and
detail shop bays.
    • Hard Surface &amp; Upholstery Cleaning: Delivers high-temperature solution and
high suction power for tile, grout, sofa, and mattress deep cleaning systems.
    • Janitorial &amp; Restoration Operations: Fits flood restoration vacuum extractors,
truckmount bypass lines, and spot-cleaning equipment.

Specifications

    
        
            Brand
            Clean Storm
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Clean Storm 8500, Hose Set 15ft x 1-1/2in ID Vacuum & 1/4in
3000 PSI Solution Hose with QDs and Velcro Straps

        
        
            Model / Part Number
            8500 (Compare to Mytee 8501, EDIC 1040ACHP / 1040AC-HP)
        
        
            Hose Length
            15 Feet (4.57 meters)
        
        
            Vacuum Hose Inside Diameter (ID)
            1-1/2 Inch (1.5")
        
        
            Vacuum Ends / Cuffs
            1.5" Heavy-Duty Vinyl Hose Cuffs (Both Ends)
        
        
            Solution Hose Inside Diameter (ID)
            1/4 Inch (0.25")
        
        
            Solution Line Working Pressure Rating
            3,000 PSI Maximum
        
        
            Temperature Rating
            Up to 250&deg;F (121&deg;C)
        
        
            Quick Disconnect Fitting Types
            1/4" NPT Brass Quick Disconnects (1 Male QD, 1 Female QD)
        
        
            Hose Binding System
            4 Reusable Buckled Velcro Straps Included
        
        
            Color Specification
            Hose colors are non-guaranteed and may vary based on manufacturing
production runs
        
    

Cross-Reference SKUs

Steambrite Supply - 210 662 9000 - info@steambrite.com                       Page 3/5

mailto:info@steambrite.com


Steambrite
 Supply

Steambrite Supply Created on:  : Wednesday 28 October, 2026 

Parts & Accessories > Hoses > Hose Sets (Vac & Solution) > Clean Storm 8500, Hose Set 15ft x 1-1/2in

ID Vacuum & 1/4in 3000 PSI Solution Hose with QDs and Velcro Straps

Clean Storm 8500, Hose Set 15ft x 1-1/2in ID Vacuum & 1/4in
3000 PSI Solution Hose with QDs and Velcro Straps

    
        
            Clean Storm 8500
        
        
            CleanStorm 8500
        
        
            Mytee 8500
        
        
            Mytee 8501
        
        
            MY8500
        
        
            EDIC 1040ACHP
        
        
            EDIC 1040AC-HP
        
        
            EDIC 1040ACHPB
        
        
            EDIC 1040AC-HPB
        
        
            1040ACHP
        
        
            1040ACHPB
        
    

Tips and Additional Information
When connecting solution lines to your extractor or wand, inspect brass quick
disconnect O-rings for wear or cracking to prevent high-pressure leaks and pressure
loss. Wrap male pipe threads with PTFE thread sealant tape or anaerobic thread
sealant during any fitting replacement to ensure air-tight and water-tight seals. Ensure
quick disconnects are fully snapped and locked in place before pressurizing solution
lines to prevent accidental disconnect hazards under high PSI. Periodically adjust and
tighten the included buckled Velcro straps to keep vacuum and fluid lines evenly
aligned, reducing friction drag and preventing hose pinching during operation.
Frequently Asked Questions
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Q: Will this hose set fit my standard portable carpet extractor?
A: Yes, as long as your extractor features standard 1.5-inch vacuum hose ports and
1/4-inch quick disconnect fittings, the Clean Storm 8500 hose set is universally
compatible across most major equipment brands including Mytee, EDIC, and Clean
Storm.
Q: Can I use this solution hose with heated extractors?
A: Absolutely. The 1/4-inch solution line is rated to handle working fluid temperatures
up to 250&deg;F and working pressures up to 3000 PSI, making it ideal for high-heat,
high-pressure carpet extraction.
Q: What should I do if the vacuum hose color I receive differs from the online picture?
A: Hose colors are subject to manufacturing production shifts and are not guaranteed.
However, color variation does not affect hose durability, pressure ratings, or operating
specifications.
Warranty &amp; Safety Information
This product is backed by the standard manufacturer warranty covering defects in
materials and workmanship under normal commercial operation. Warranty coverage
does not apply to damage caused by exceeding maximum pressure limits (3000 PSI)
or temperature thresholds (250&deg;F), chemical incompatibility from non-standard
solvents or harsh acids, crushed cuffs due to improper storage, or physical
cuts/abrasions incurred during jobsite transit. Always depressurize the solution line
completely before disconnecting brass quick-connect fittings to avoid chemical spray
exposure, high-pressure fluid injection injuries, or thermal burns.
Optional

    
        
             
             Hose Bag G029 Carpet cleaners 24x36 Inches 8.600-175.0 Hose Net AX14
10-0510 
        
    

Availability: This product was added to our catalog on Wednesday 14 June, 2006
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