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Model Number: 32-900195
Clean Storm 32-900195, Rocker Switch 2 Position On/Off, 4-Pin, Fits Mytee E515, Sandia 10-0803,
Kaivac 86162010

Manufacturer: Clean Storm

Clean Storm 32-900195, Rocker Switch 2 Position On/Off, 4-Pin, Fits Mytee E515,
Sandia 10-0803, Kaivac 86162010

Description

The Clean Storm 32-900195 2-Position On/Off Rocker Switch is a versatile
replacement power switch engineered for high performance across a wide range of
commercial carpet cleaning equipment, extractors, and accessories. Featuring a 4-pin
design, this Single Pole Double Throw (SPDT) switch allows you to power two
separate circuits with a single push.

Built for durability in wet or harsh environments, each switch comes equipped with a
clear, water-resistant splash cover to protect internal electrical components against
moisture and debris. It accepts standard 1/4" male push-on spade connections on the
rear for quick and straightforward installation.

Note: Switch color is not guaranteed and may ship in black, green, blue, or red based
on available stock.

Features

« Dual-Function Capability: Single Pole Double Throw (SPDT) operation allows
control over two separate items with one push.

* Moisture Protection: Includes a protective clear, water-resistant splash guard
cover.

« Universal Voltage Compatibility: Rated for multi-voltage application from 12V DC
up to 120V&ndash;240V AC.

» High Amperage Capacity: Rated for up to 16 Amps.

* Easy Installation: Features standard 1/4" male push-on spade termianl
connectors on the rear.

» Wide Brand Compatibility: Used on equipment from Mytee, EDIC, Powerflite,
Kaivac, Prochem, Karcher, Windsor, Jamco, IPC Eagle, MasterBlend, Canary, Clean
Storm, Husqvarna, Pullman Holt, SteamBrite, and more.

Specifications

Manufacturer/Brand
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Clean Storm

Part Number
32-900195

Switch Type
Rocker Switch (2-Position On/Off)

Circuit Type
Single Pole Double Throw (SPDT)

Pin Count
4 Pins

Terminal Type
1/4" Male Push-On Spade Connections

Amperage Rating
16 Amps

Voltage Range
12V DC to 120V&ndash;240V AC

Protection
Clear Water-Resistant Splash Guard Cover Included

Color
Varies (Black, Green, Blue, or Red - Color Not Guaranteed)

Cross Reference SKUs
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Prochem 8.616-191.0

Mytee E515

Sandia Plastic 10-0803

IPC Eagle B02211-1

IPC Eagle FXB02211-1

EDIC 32-900195

MYPES15

MasterBlend TruckForce 740210

Rovac Motor Switch 44100

CPF-60176

Masterclean SW002

Synovos 971112

Windsor 86162010

Karcher 8.616-201.0

Pullman Holt B18003261683-1102
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110813

BE Pressure 85.571.008

Husqvarna 591296901

Pullman Ermator B701881

MP-E515-EA

Tennant 275-6853

Watch the Video how to test your rocker switch
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