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% Model Number: HP150

Clean Storm 160 ft 1/4 in ID 3000psi Solution Hose w/ Stainless Steel QD and Ball Valve shut off for
Truckmounts HP150

{n

Manufacturer: Clean Storm

Truckmount 160 ft solution Hose w/ Stainless Steel QD and Ball Valve shut
Color is not guaranteed.

Single wire braid

Non marking jacket

3/8" Mip on end to screw into live hose reel

1/4" Mip use end with ball valve and qd installed.
Stainless steel QD installed (please specify if you want male of female installed)

Clean Storm Solution Hose 160 ft Long x 1/4in ID 3000psi Non
Marking Jacket Carpet Cleaners

AH54 Ball Valve 1/4in Male X Female Pipe 1000 psi Chrome Plated
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Carpet Cleaning Stainless Steel 1/4" Female Quick Disconnect QD
104QDSS-S

Compare to current or past OEM associations:
8.901-446.0

89014460

Sapphire Scientific 18-059S

Legend Brands 117415 and 117480

Designed to fit perfectly on this optional reel below

Clean Storm Live Hot Water Hose Reel 3/8x100 ft OR 1/4" X 160ft W/Pinlock
9.804-067.0
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Options available for Clean Storm 160 ft 1/4 in ID 3000psi Solution Hose w/ Stainless Steel QD and Ball Valve shut off
for Truckmounts HP150 :

Quick Disconnect Coupler Needed

Carpet Cleaning Stainless Steel 1/4" Female Quick Disconnect QD 104QDSS-S, Carpet Cleaning Stainless Steel
1/4" Male Quick Disconnect QD 104QDSS NAO010.
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