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Model Number: 32092
Clean Storm 32092, 3/16" Brass Hose Splicer Mender, 8.705-049.0

RS Manufacturer: Clean Storm

Clean Storm 32092, 3/16" Brass Hose Splicer Mender, 8.705-049.0

Description

Repair and join damaged hoses quickly and reliably with the Clean Storm 32092
3/16" Brass Hose Splicer Mender. Manufactured from durable, high-quality solid
brass, this hose splicer is designed to connect two sections of 3/16" inner diameter
(ID) hose seamlessly. Whether you need to mend a punctured line, extend your
existing hose assembly, or perform routine maintenance on high-pressure washing or
fluid lines, this precision-machined fitting delivers a secure, leak-resistant connection
built to withstand demanding industrial environments.

Features

« Durable Brass Construction: Offers excellent resistance to corrosion, rust, and
mechanical wear for extended service life.

* Precision Barbed Ends: Ensures a tight, secure grip on 3/16" ID hoses,
preventing slipping or leaks under pressure when paired with hose clamps or crimp
sleeves.

« Cost-Effective Repair: Allows quick on-site hose repairs without replacing the
entire hose assembly, saving time and money.

* Versatile Application: Suitable for use with pressure washer lines, water, chemical
transfer, fluid delivery, and pneumatic air hoses.

Specifications

Brand
Clean Storm

Part / MPN
32092

K&auml;rcher / Legacy Part No.
8.705-049.0 (87050490)

Fittings Size
3/16" Barb x 3/16" Barb
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Material
Solid Brass

Connection Type
Hose Splicer / Mender

Cross Reference SKUs

122HB-3

8.705-049.0

87050490

129-3

129R-3

138-3

178-0303

91355K81

HB62-3

HM-3
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S73-3

UNB-3

UNB3
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