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Model Number: 89012750
Clear 1 in ID Polybraid PVC Reinforced Tubing X 100 ft Roll 8.901-275.0 Legacy Shark Karcher
89012750

Manufacturer: Karcher Pressure Washing

Karcher 8.901-275.0 Clear Polybraid Reinforced PVC Tubing - 1in ID x 100ft Roll
Karcher Part Number: 8.901-275.0

Steam-Brite Part Number: 89012750

Original / Cross Reference Number: 121061

Size: 1 Inch ID x 1-1/4 Inch OD

Roll Length: 100 Feet

THIS LISTING IS FOR ONE 100-FOOT ROLL OF CLEAR POLYBRAID
REINFORCED PVC TUBING.

The Karcher 8.901-275.0 is a clear polybraid reinforced PVC water tubing commonly
used on commercial pressure washers, truckmount carpet cleaning machines, and
related equipment.

The tubing has a 1-inch inside diameter, 1-1/4-inch outside diameter, and is supplied
as a 100-foot roll.

The polyester braid reinforcement provides additional strength compared with
standard unreinforced clear PVC tubing while still allowing the operator or service
technician to visually inspect water flow through the hose.

Product Specifications

Manufacturer / Brand Family
Karcher / Landa / Hotsy / Shark / Legacy

Karcher Part Number
8.901-275.0

Steam-Brite Part Number
89012750

Original / Cross Reference Number
121061

Product Type
Clear Polybraid Reinforced PVC Tubing

Inside Diameter
1Inch
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Outside Diameter
1-1/4 Inches

Roll Length
100 Feet

Working Pressure
75 PSI at 70&deg;F

Cold Laboratory Burst Test
300 PSI

Quantity
1 Roll

Common Pressure Washer and Truckmount Application

This style of 1-inch reinforced water tubing is commonly used as a water supply line
between the water box and pressure washing pump on commercial pressure washers
and truckmount carpet cleaning equipment.

Clear tubing is particularly useful in equipment applications because it allows the
operator or technician to visually inspect water movement and identify air, loss of
prime, contamination, or other flow-related conditions.

Polybraid Reinforced Construction

The tubing incorporates reinforcing braid within the PVC wall to provide additional
strength and resistance to expansion under pressure.

It is intended for appropriate low-pressure water-transfer applications within its rated
pressure and temperature limitations.

Do not confuse this tubing with a high-pressure pressure-washer discharge hose.
This tubing has a working-pressure rating of 75 PSI at 70&deg;F and should only be
used in applications suitable for that rating.

Part Number Cross References

* 8.901-275.0 - Karcher current-style part number
» 121061 - Original / legacy reference number
» 89012750 - Steam-Brite product reference

Associated Equipment Brands
Karcher commercial pressure-washer parts and components may be associated with
equipment sold under several Karcher-family and legacy brand names, including:

» Karcher

e Landa
* Hotsy
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* Shark
e Legacy

Important: Brand association does not mean this tubing fits every machine
manufactured under these brand names. Always verify the required part number,
1-inch inside diameter, 1-1/4-inch outside diameter, working-pressure requirement,
and application before ordering.

What's Included?

* Qty 1 - 100-foot roll of 1-inch ID clear polybraid reinforced PVC tubing
What's NOT Included?

* Hose clamps

* Barbed fittings

» Adapters

* Pump

» Water box

* Pressure washer or truckmount machine

Installation Note: Select hose clamps and fittings that are appropriate for the tubing

dimensions, working pressure, temperature, and equipment application. Verify all
connections for leaks before placing equipment into service.
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