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Model Number: 8.707-103.0
Clean Storm 8.707-103.0, Pressure Washer QD, 1/4in Fip X 1/4in Female Socket Coupler,
Stainless Steel, Karcher 87071030, 2-2000SS

Manufacturer: Clean Storm

Clean Storm 8.707-103.0, Pressure Washer QD, 1/4in Fip X 1/4in Female Socket
Coupler, Stainless Steel, Karcher 87071030, 2-2000SS

Description

Quick Connect Couplings are machined from top grade materials to the same
exacting specifications as the high cost performance leaders. We have gone a step
further to ensure that Legacy Quick Couplers can withstand high temperature, high
pressure and aggressive chemicals by including EPDM o-rings as standard on
female QD's. Very commonly used on the tip of a spray lance for faster pressure
washing nozzle change outs.

Specification

* Chemical resistant
» 303 stainless steel
* 5500 PSI

OEM Associations

2-2000SS

87071030

8.707-103.0

Kaivac CPS24

StainOut B-004-A

Steambrite Supply - 210 662 9000 - no-reply@steambrite.com Page 1/2


mailto:no-reply@steambrite.com

Steam b r | te Su p p | y Created on: : Sunday 30 August, 2026

Steambrite Supply - 210 662 9000 - no-reply@steambrite.com Page 2/2


mailto:no-reply@steambrite.com

