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Model Number: 1138B
Clean Storm 1138B, Air Duct Cleaning Sticky Plastic Film 8 in Wide

Manufacturer: Clean Storm

Clean Storm 1138B, Air Duct Cleaning Sticky Plastic Film 8 in Wide

Description

The Clean Storm 1138B Air Duct Cleaning Sticky Plastic Film is an essential
accessory engineered for HVAC professionals during air duct cleaning and restoration
procedures. Measuring 8 inches wide, this durable self-adhesive film provides a
secure, temporary seal over vent registers and duct openings to optimize system
static pressure and prevent particulate migration. Specially designed for use during
negative air pull and Duct Leakage Testing (DLT), it adheres tightly to sheet metal,
plastic, and painted surfaces without leaving gummy residue upon removal, ensuring
a fast setup and clean teardown on every job site.

Features

« 8-inch width offers optimal coverage for sealing standard residential and
commercial vent openings.

« Self-adhesive backing provides a strong, reliable seal against air leaks during
high-pressure testing.

* Engineered for clean, residue-free removal without damaging painted, metal, or
plastic vent surfaces.

» Maximizes vacuum efficiency and static pressure performance when operating air
duct cleaning equipment.

* Durable plastic material resists punctures and tears during installation and
operation.

Applications

« Blocking supply and return air vents during Duct Leakage Testing (DLT).

« Sealing registers during negative air pressure air duct cleaning operations.

« Preventing cross-contamination and dust migration into living spaces during
HVAC maintenance.

» Temporary zone isolation in residential and light commercial ductwork systems.

Specifications

Brand
Clean Storm

Model / Part Number
1138B
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Product Type
Sticky Plastic Vent Film

Width
8in

Material
Adhesive Plastic Film

Primary Use
Vent Blocking / Duct Testing
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