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Model Number: 8000-912-288

Shurflo 8000-912-288, Pump 100psi EPDM Seals w Bypass Pressure Switch, 115volt G00513-100, 

1.13gpm, Freight Included SF814

Manufacturer: Shurflo

Shurflo 8000-912-288 115V Carpet Extractor Pump &ndash; 100 PSI, 1.4 GPM,
EPDM, Internal Bypass / Powrflite SF814
The Shurflo 8000-912-288 is a commercial 115-volt, 3-chamber diaphragm water
pump commonly used in portable carpet extractors, upholstery cleaning machines,
spotting machines, and other professional cleaning equipment.
Its combination of an automatic pressure switch and internal bypass helps provide
smoother operation when using carpet cleaning wands and upholstery tools. The
pump automatically cycles as solution demand changes, while the bypass helps
reduce excessive pressure-switch cycling and pulsation.
Popular OEM Replacement Pump
Shurflo 8000-912-288 is associated with a number of carpet extractor and
cleaning-equipment applications. Always compare the pump number, voltage, ports,
pressure and physical configuration before ordering.
Key Features

    • 115 VAC operation
    • Up to approximately 1.4 GPM open flow
    • Adjustable 85&ndash;105 PSI pressure switch
    • Factory pressure-switch shutoff approximately 105 PSI
    • 80 PSI internal bypass
    • Positive-displacement 3-chamber diaphragm design
    • EPDM valves
    • Santoprene diaphragm
    • 3/8"-18 female NPT inlet and outlet ports
    • Self-priming up to approximately 6.5 vertical feet
    • Maximum liquid temperature approximately 180&deg;F / 82&deg;C
    • Thermally protected permanent-magnet motor
    • Designed for intermittent-duty operation
    • Typical factory application: soil extraction / carpet cleaning equipment

 
Specifications

    
        
            Manufacturer
            Shurflo / Pentair
        
        
            Model
            8000-912-288
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            Pump Type
            3-Chamber Positive-Displacement Diaphragm
        
        
            Voltage
            115 VAC
        
        
            Open Flow
            Approx. 1.4 GPM
        
        
            Pressure Switch
            Adjustable 85&ndash;105 PSI
        
        
            Factory Shutoff
            Approx. 105 PSI
        
        
            Internal Bypass
            80 PSI
        
        
            Ports
            3/8"-18 Female NPT
        
        
            Valves
            EPDM
        
        
            Diaphragm
            Santoprene
        
        
            Self Priming
            Up to approx. 6.5 ft vertical
        
        
            Maximum Inlet Pressure
            30 PSI
        
        
            Maximum Liquid Temperature
            180&deg;F / 82&deg;C
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            Approx. Net Weight
            4.9 lb / 2.2 kg
        
    

Typical Performance
Actual flow decreases as operating pressure increases. Factory test data using water
shows approximately:

    
        
            Pressure
            Approx. Flow
            Approx. Current
        
        
            Open Flow
            1.40 GPM
            0.31 Amp
        
        
            20 PSI
            1.19 GPM
            0.41 Amp
        
        
            40 PSI
            1.04 GPM
            0.49 Amp
        
        
            60 PSI
            0.93 GPM
            0.56 Amp
        
        
            80 PSI
            0.84 GPM
            0.63 Amp
        
        
            100 PSI
            0.51 GPM
            0.68 Amp
        
    

Performance data is based on factory testing with water. Actual performance can vary
according to plumbing restrictions, hose length, spray jets, solution temperature,
voltage and installation.
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Cross-Reference / OEM Numbers
This pump may be associated with or used as a replacement for the following current
or historical part numbers:

    • Shurflo 8000-912-288
    • Shurflo / Pentair 8000-915-288
    • 8000915288
    • EDIC G00513-100
    • Karcher 8.686-583.0
    • Windsor 86865830
    • SF812
    • 7018677530

Important: Cross-reference numbers are provided to assist with identification.
Manufacturers sometimes revise pumps, wiring, mounting arrangements and
plumbing configurations. Compare your original pump to the specifications and
photographs before ordering.
Why an Internal Bypass Matters
A carpet extractor does not always use the pump's full water output. Small upholstery
jets and restricted carpet-cleaning jets can create a low-flow condition. The internal
bypass allows part of the pump's output to recirculate when required, helping reduce
rapid pressure-switch cycling and providing smoother solution delivery.
This makes the 8000-912-288 particularly well suited for carpet extraction, upholstery
cleaning and spotting equipment.
Replacement &amp; Repair Parts
Repair components are available for many Shurflo 8000 Series pumps, including
pressure switches, check valves, pump heads and valve assemblies. Repairing the
existing pump can sometimes be more economical than replacing the complete
pump.
Installation Note
Confirm that your machine is designed for 115 VAC and verify port size, mounting
pattern, pressure rating and plumbing orientation before installation. Do not select a
replacement pump based only on its appearance.
Need help identifying your pump?
Compare the model number printed on your original pump with 8000-912-288. Photos
of the pump label, electrical connections and plumbing arrangement can also help
confirm compatibility.

Data Sheet
See Also:
Shurflo: Head Replacement - 8050 / 8000 Series - Viton [94-380-28]
Shurflo: Head Replacement - 8050 / 8000 Series - EPDM [94-380-17]
International shipping?  
You can ship either one or two of these pumps for the same $120 by the US Post
Master to almost every country in the world.
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Availability: This product was added to our catalog on Monday 28 September, 2009
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