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Model Number: 80695
Pumptec 80695 Pump 217V 125/M8253 120 Volt 300 PSI

Manufacturer: Pumptec

Parts used for the build:

Pumptec M8253 Bundle Mounting Bracket Rectifier Replaces M53
M10 M9253F Fr34 Fits 204 205 207 217 Pump Heads 20241206

Pumptec 60063 217V Pump Head Only, 4 - 1/4in Side Ports, Buna
Seals, M-Valve 80572 GTIN: N/A

Pumptec 0100-6005-0125, KIT-C 204/205/207/217 .125 CAM Bearing,
3/8 THREAD .465 THICK, 10078, GTIN 10679065072252
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Series 217V - 125/M53 Pump 120 Volt 300 PSI

120 Volt, 300 PSI (recommended) Spray, '04 Nozzle (not included),
1.1 GPM Spray, 2.8 AMPS Spray, 27 Ibs

Does not include the bridge rectifier that converts AC current into DC Current. If you
do not have a working rectifier to use with this motor and connect the leads directly to
AC (house) current you will damage or destroy the motor. Warranty will not cover this
type of damage. If you need to order a rectifier for this motor the following part
number is also a live link to that procuct's page: C-REC-SM

Optional

1/4in Mip X 3/8in Fip Brass Adapter Reducing BR166 9.804-007.0 Kaivac
CPS21 28193

If you&rsquo;re upgrading from a 204v, 205V, or 207V pump head to a 217V
pump head, you&rsquo;ll need to add up to four brass adapters. The 205V/207V
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models use 3/8" water ports, while the 217V is designed with 1/4" ports.
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