
Steambrite
 Supply

Steambrite Supply Created on:  : Wednesday 28 October, 2026 

 > Clean Storm 8.619-499.0, 3000 PSI 1/4in Female x 1/4in Female Brass Circle Seal Ball Valve,

PWM-B147, 114987

Clean Storm 8.619-499.0, 3000 PSI 1/4in Female x 1/4in
Female Brass Circle Seal Ball Valve, PWM-B147, 114987

Model Number: 8.619-499.0

Clean Storm 8.619-499.0, 3000 PSI 1/4in Female x 1/4in Female Brass Circle Seal Ball Valve,

PWM-B147, 114987

Manufacturer: Clean Storm

Clean Storm 8.619-499.0, 3000 PSI 1/4in Female x 1/4in Female Brass Circle Seal
Ball Valve

Description
The Clean Storm 8.619-499.0 High-Pressure Ball Valve is a durable brass shut-off
valve designed for demanding cleaning environments. Rated up to 3,000 PSI, this
valve features a reliable Circle Seal O-ring design that ensures tight, leak-free
performance. It is a standard replacement shut-off component commonly used across
most commercial high-pressure carpet cleaning equipment and pressure washing
systems.         
Installation &amp; Usage Notes:

    • Flow Direction: Pay close attention to the direction arrow stamped directly onto
the brass valve body. Water must flow in the direction indicated by the arrow from first
use. Connecting the valve backward will damage the internal seal, preventing it from
holding pressure even if reversed later.
    • Thread Sealing: Use Teflon tape on the pipe threads to achieve a proper, secure
seal. Apply only two wraps of Teflon tape over the threads prior to installation.
    • Coupler Attachment: When connecting a new coupler to the valve, a hex nipple is
required (sold separately).
    • Handle Variation: Handle color may vary depending on current manufacturing
batches.

 
      
Features

    • High-pressure rating up to 3,000 PSI for commercial carpet extraction and
pressure cleaning.
    • Circle Seal "O" ring style design for positive shut-off performance.
    • Heavy-duty solid brass construction for long-lasting corrosion resistance.
    • Standard 1/4" Female NPT ports on both inlet and outlet.
    • Directional flow arrow stamped clearly on the valve body for accurate installation.

      
Specifications
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            Brand / Line
            Clean Storm
        
        
            Part Number / MPN
            8.619-499.0
        
        
            Valve Type
            Circle Seal Ball Shut-Off Valve
        
        
            Max Working Pressure
            3,000 PSI
        
        
            Inlet Connection
            1/4 in. Female NPT
        
        
            Outlet Connection
            1/4 in. Female NPT
        
        
            Material
            Brass Body with O-Ring Seal
        
        
            Compatible Applications
            High-Pressure Carpet Cleaning Equipment &amp; Pressure Washers
        
    

      
Cross Reference SKUs

    
    
    
        
            8.619-499.0
        
        
            PWM-B147
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            114987
        
        
            MP-TMBV-EA
        
        
            PP15-808012
        
        
            15-808012
        
        
            23-001
        
    

Availability: This product was added to our catalog on Wednesday 20 January, 2010
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