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Clean Storm 20141219, Heavy-Duty Brass & Stainless Steel
Pressure Washing QD Adapter Assembly, 1/4" FIP Nipple to
3/8" FIP Stainless Steel Socket

Model Number: 20141219

Clean Storm 20141219, Heavy-Duty Brass & Stainless Steel Pressure Washing QD Adapter

Assembly, 1/4" FIP Nipple to 3/8" FIP Stainless Steel Socket

Manufacturer: Clean Storm

Clean Storm 20141219, Heavy-Duty Brass &amp; Stainless Steel Pressure Washing
QD Adapter Assembly, 1/4" FIP Nipple to 3/8" FIP Stainless Steel Socket
     
Description
Upgrade and streamline your pressure washing system with the Clean Storm
20141219 Adapter Assembly. Engineed for maximum durability and seamless
integration, this commercial-grade fitting transitions your high-pressure setup from a
1/4" Female Iron Pipe (FIP) connection to a robust 3/8" FIP quick-disconnect (QD)
socket.
Constructed with solid brass threading and a heavy-duty, corrosion-resistant stainless
steel quick-connect socket, this adapter provides an airtight, leak-free seal capable of
handling demanding industrial cleaning tasks. Whether you are running a professional
pressure washing rig or upgrading home equipment, the Clean Storm 20141219
guarantees reliable performance and quick component swaps under high pressure.
           
Features

    • Premium Hybrid Construction: Features a solid brass male nipple paired with a
high-grade stainless steel female socket for exceptional corrosion resistance and
longevity.
    • Leak-Free Performance: Engineered precision-cut threads ensure a tight,
dependable seal even under extreme pressure washing conditions.
    • Quick-Disconnect Efficiency: Allows for fast, effortless swapping of hoses, wands,
nozzles, and spray guns to keep your workflow efficient.
    • Versatile Thread Conversion: Step up or transition effortlessly between 1/4" and
3/8" female iron pipe (FIP) threads.
    • Commercial-Grade Durability: Designed to withstand heavy daily use in
demanding automotive, residential, and industrial cleaning environments.

           
Specifications
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            Brand / Manufacturer
            Clean Storm
        
        
            Part Number / SKU
            20141219
        
        
            Product Type
            Pressure Washer Quick Disconnect (QD) Adapter / Stop Plug Assembly
        
        
            Nipple Thread Size &amp; Type
            1/4 in. FIP (Female Iron Pipe) Thread Connection
        
        
            Socket Thread Size &amp; Type
            3/8 in. FIP x 3/8 in. Female Thread Connection
        
        
            Component Materials
            Solid Brass (Nipple) &amp; Stainless Steel (Socket)
        
        
            Connection Style
            Threaded to Quick Disconnect (QD) Socket
        
        
            Application
            High-Pressure Washers, Hose Lines, Spray Wands, Surface Cleaners
        
    

Part includes one each of the parts below.
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                        Clean Storm 87071250, Pressure Washer QD 3/8in Fip X 3/8in
Female Socket Coupler Stainless Steel, 8.707-125.0 Kaivac CPS39
                    
                
            
            
        
        
            
            
                
                    
                        
                        Mip Hex Reducing Nipple Brass BR132 1/4in Mip X 3/8in  8.705-227.0 
Kaivac CSS119
                    
                
            
            
        
        
            
            
                
                    
                        
                        Foster NA0801 Male Brass Quick Disconnect, QD 1/4in fip X 1/4in,
B101 - PX5 - B001 - QD40
                    
                
            
            
        
    

Availability: This product was added to our catalog on Friday 19 December, 2014
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