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Westpak 10-2460 5.7in 2 Stage Tangential Vacuum Motor
120V 1100W 102 CFM Replaces Ametek Lamb 116392-00

Model Number: 10-2460

Westpak 10-2460 5.7in 2 Stage Tangential Vacuum Motor 120V 1100W 102 CFM Replaces Ametek

Lamb 116392-00

Manufacturer: WestPak USA

Westpak 10-2460 5.7in 2-Stage Tangential Vacuum Motor - 120V
Westpak Part Number: 10-2460
The Westpak 10-2460 is a commercial 5.7-inch, 2-stage tangential-discharge vacuum
motor designed for carpet extractors, wet recovery equipment, commercial cleaning
machines, and other equipment using this common vacuum motor configuration.
Operating on 120 volts, the 10-2460 is rated at 1100 watts, 102 CFM, 97 inches of
water lift, and 351 air watts.
This motor is commonly used as a replacement for several older Ametek Lamb
5.7-inch 2-stage vacuum motors. Always compare your existing motor's voltage,
diameter, overall height, mounting configuration, inlet, and tangential exhaust position
before ordering.
Specifications

    
        
            Manufacturer
            Westpak
        
        
            Part Number
            10-2460
        
        
            Motor Type
            Bypass / Tangential Discharge Vacuum Motor
        
        
            Stages
            2 Stage
        
        
            Fan Diameter
            5.7 inches
        
        
            Voltage
            120 VAC
        
        
            Power
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            1100 Watts
        
        
            Airflow
            102 CFM
        
        
            Vacuum / Water Lift
            97 inches
        
        
            Air Watts
            351
        
        
            Approximate Overall Height
            6.5 inches
        
    

Replacement / Cross-Reference Numbers
The Westpak 10-2460 has been used as a replacement or alternative for select
vacuum motors including:

    • Ametek Lamb 116392-00
    • Ametek Lamb 119412-13
    • Ametek Lamb 116207-00
    • Ametek Lamb 116114-00
    • Ametek Lamb 116474-37
    • Ametek Lamb 131300-13 applications where the 10-2460 is specified as the
replacement

IMPORTANT: A cross-reference does not guarantee compatibility with every machine
that used one of the numbers above. Equipment manufacturers can use different
motors during different production periods. Compare the physical dimensions,
voltage, inlet, exhaust orientation, and mounting arrangement before installation.
Common Applications

    • Portable carpet cleaning extractors
    • Wet recovery vacuum systems
    • Commercial cleaning equipment
    • Auto detailing extractors
    • Upholstery cleaning machines
    • Hard-surface cleaning extractors
    • Other equipment designed for a 5.7in 120V tangential-discharge bypass vacuum
motor
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Tangential Discharge Design
The tangential exhaust directs motor exhaust through a side discharge port rather
than exhausting directly around the motor. This design is commonly used in
professional extraction equipment where working air and motor cooling air are
separated and exhaust air must be routed away from the recovery tank or equipment
enclosure.
Replacement Motor Installation
Vacuum motors should be replaced by comparing the complete motor configuration
rather than voltage alone. Before ordering, verify:

    • 120-volt electrical requirement
    • 5.7-inch fan diameter
    • 2-stage construction
    • Tangential exhaust configuration
    • Overall motor height and available clearance
    • Vacuum inlet size and position
    • Mounting and gasket arrangement
    • Electrical connection configuration

A replacement vacuum motor gasket may also be required when installing a new
motor.
Maintenance
Keep the extractor's recovery tank filters, lint screens, float system, and cooling-air
passages clean. Restricted airflow and excessive moisture or debris can reduce
vacuum motor life.
Westpak also offers replacement carbon brushes for compatible vacuum motors
under part number 10-2475.
Note: Specifications and equipment applications may change without notice. Always
order and verify replacement parts by part number and physical configuration.

    
        
            
            
                
                    
                        
                        
                        MOTOR, 2 STAGE, 1100W/120V
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&bull; Motor - 1100W, 120V.       &bull; 2 Stage.                                                             
                                                                                                                                        
                                                                                                                 &bull; 102
CFM.                                                                                                                                
                                    &bull; 97" Lift.                                                                              
                                                                                       &bull; 351 Air Watts.

7.5 running amps in use.

DIMENSIONS ARE IDENTICAL TO AMETEK Lamb

 116392-00  2   STAGE  92.5&rdquo; WATER LIFT  VACUUM  . THE IMPROVED 
MOTOR &amp; FAN  DESIGN  MAKES IT ACHIEVE UP TO 170 &rdquo;  OF 
WATER LIFT  WHEN (2)  VAC  MOTORS  ARE CONNECTED  IN AIR SERIES  ON 
A  15  AMP  CIRCUIT.  THE VACUUM MOTOR GENERATORATES MORE HEAT
OUT OF THE EXHAUST THAN ALL THE OTHER BRANDS OF VACUUM MOTORS
AND MAKES IT A GOOD CANIDATE FOR HEAT EXCHANGER EXTRACTORS
Vacuum motor is 6.5" tall
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Optional

    
        
             
             Add Vacuum Motor Lint Screen Filtration and Gasket to any vacuum motor 
        
    

    
        
             
             Gasket Vacuum Motors fits 5.7in Vacuum Motors 1/4" Thick PP43-807110
Mytee G004A PX13 
        
    

 

Options available for Westpak 10-2460 5.7in 2 Stage Tangential Vacuum Motor 120V 1100W 102 CFM Replaces

Ametek Lamb 116392-00 :

Options
+ None, 5.7in Vacuum Motor Gasket 1/4" Thick [PX13].

Availability: This product was added to our catalog on Thursday 15 July, 2010
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