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Model Number: M5500X5
Clean Storm M5500X5, Brass ConeJet Adjustable Spray Tip, 1/4" MIP Male Pipe Nozzle, 1.4mm
Hole, M5500-X5

Manufacturer: Clean Storm

Clean Storm M5500X5, Brass ConeJet Adjustable Spray Tip, 1/4" MIP Male Pipe
Nozzle, 1.4mm Hole

Description

Upgrade your spraying equipment with the premium Clean Storm M5500X5 Brass
ConelJet Adjustable Spray Tip. Designed for maximum durability and versatility, this
heavy-duty brass nozzle features an easy-to-use knurled body that rotates smoothly
through a half turn, allowing you to instantly adjust your spray pattern from a
wide-angle, finely atomized cone spray to a focused, high-impact straight stream.
Constructed from solid brass, this adjustable tip is the perfect lifetime replacement for
fragile plastic nozzles found on standard pump-up sprayers, providing superior
resistance to wear, chemicals, and high-pressure environments. It is also an
industry-standard choice for carpet dye spray guns and specialized detailing
applications.

Features

« Adjustable Spray Pattern: Knurled body rotates a half-turn to adjust from a fine,
wide-angle atomized cone to a powerful straight stream.

* Durable Brass Construction: Built from solid brass for a lifetime of heavy-duty use,
eliminating breakage common with plastic nozzles.

« Standard Threading: Features a 1/4" MIP (Male Pipe Thread) connection for fast,
secure installation.

» Multi-Purpose Utility: Ideal for upgrading pump-up sprayers, carpet dye spray
guns, auto detailing equipment, and industrial cleaning tools.

» Wide Pressure &amp; Temperature Range: Operates efficiently across low to
high pressures (1 to 400 PSI) and temperatures up to 140&deg;F.

Specifications

Brand / Manufacturer
Clean Storm
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Model / Part Number
M5500X5 (M5500-X5)

Material
Solid Brass

Connection Size
1/4" MIP (Male Pipe Thread)

Orifice Size / Opening
1.4 mm (Approx. #5 Size)

Spray Pattern
Adjustable (Wide Atomized Cone to Straight Stream)

Operating Pressure Range
1 to 400 PSI

Maximum Temperature
140&deg;F (60&deg;C)

Cross Reference SKUs

M5500-X5

M5500X5

M5500-X4
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M5500X4

ConeJet M5500
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