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Model Number: M5500X10
Clean Storm M5500X10, Brass ConeJet Adjustable Spray Tip 1/4" MIP, 2.0mm Hole, Size 10 Flow,
M5500-X10

Manufacturer: Clean Storm

Clean Storm M5500X10, Brass ConeJet Adjustable Spray Tip 1/4" MIP, 2.0mm Hole,
Size 10 Flow

Description

The Clean Storm M5500X10 Brass ConeJet Adjustable Spray Tip is built for
durability, performance, and versatility. Featuring a 1/4" MIP male pipe connection
and a precision-engineered 2.0mm (Size 10 flow) orifice, this nozzle is designed to
replace fragile plastic cone spray tips on pump-up sprayers with heavy-duty solid
brass construction for a lifetime of dependable use.

Engineered with a textured knurled body, a simple half-turn allows you to seamlessly
adjust your spray pattern from a wide-angle, finely atomized cone spray to a focused,
long-reach straight stream. It is an essential component for pump-up sprayers, carpet
dyeing spray guns, and various commercial cleaning applications operating between
1 and 400 PSI.

Features

* Solid Brass Construction: Replaces plastic nozzles with heavy-duty brass for
ultimate durability, wear resistance, and long service life.

* Adjustable Spray Pattern: Knurled body rotates through a half-turn to easily adjust
from a wide-angle, finely atomized cone spray to a concentrated straight stream.

« Versatile Application: Ideal for upgrading commercial pump-up sprayers, carpet
dye spray guns, and precision chemical application equipment.

» Wide Operating Range: Performs reliably at operating pressures from 1 to 400
PSI and fluid temperatures up to 140&deg;F.

« Precision Orifice: Features a 2.0066 mm (10 flow) orifice for consistent and
controlled material delivery.

Specifications

Brand / Model
Clean Storm M5500X10

Steambrite Supply - 210 662 9000 - info@steambrite.com Page 1/2


mailto:info@steambrite.com

Steam b r | te Su p p | y Created on: : Wednesday 28 October, 2026

Material
Solid Brass

Inlet Connection
1/4" MIP (Male Pipe Thread)

Orifice Size
2.0066 mm (2.0mm / Size 10 Flow)

Spray Pattern
Adjustable (Wide-Angle Atomized Cone to Straight Stream)

Pressure Range
1 to 400 PSI

Max Temperature
140&deg;F (60&deg;C)

Optional Orifice Sizes
1.397 mm (Size 5 Flow), 2.3622 mm (Size 13 Flow)
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