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> Clean Storm 20160108 Corner Master Grout and Tile Cleaning Tool

Model Number: 20160108
Clean Storm 20160108 Corner Master Grout and Tile Cleaning Tool

Manufacturer: Clean Storm

Clean Storm 20160108 Corner Master Grout and Tile Cleaning Tool
Features

« Perfect cleaning shower wall corners.

» Water sprays directly into the corner / the hardest to clean and reach part.

« White shield is changeable from left to right side or use completely removed.
» Use at water pressure from 500 psi to 2500 psi

» Use up to 320 degrees F / 160c

Pictures

Factory Installed Parts:

Factory Provided/ Installed
Spraying Systems VeeJet 1/8 Mip 9503 Nozzle #3 X 95 Deg 8.708-356.0
B326
Veejet 9503 SS Jet Sprays 15 degree angle spray at up to 3 gpm directly
into the corner

Factory Installed
Foster QD 1/4in Male Quick Disconnect B101 NA0801 PX5

Factory Installed
Spraying Systems Male Strainer body Holder 1/4" Mip NA0802 8.707-898.0
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Factory Installed
TeelJet Strainer Filter With Internal Check Valve H46 B267 Ss 100 Mesh
Screen 8.725-693.0

Factory Installed
Spraying Systems Strainer Adapter NA0804

Factory Installed
1/4" Mip X 3/8" Mip Hex Reducing Nipple Brass 8.705-227.0 - BR132

Factory Installed
MV925 Gun Easy Pull Trigger Assembly 4500psi 320 degrees F 8gpm
Mecline FREE Shipping

Factory Installed
Brass 45&deg; Street Elbow - &frac14;" FPT &times; &fracl14;" MPT BR272

B130

Factory Installed
1/8" Mip X 1/4" Mip Reducing Brass Hex Nipple 28220L BR130

Hydroforce AR51C Gekko Edge Corner Head Only
1-1/2" OD Aluminum pipe

Factory Installed
Teflon Tape Plumber's Pipe Thread and Sealing Tape 118905

Build your own with the parts above for $180.

Q &amp; A

Question: Why is the tool only rated for 2500 psi when the valve is rated for 4500
psi?

Answer: The brass parts are the weakest parts as they are only rated at 2500 psi.
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Optional:

-Clean Storm Goliath GO-1500 26gal 1500psi Dual 3 Stage Tile Grout Carpet
Pressure Washer Extraction Portable 120v with Lint Filtration Package
#1 rated top performing tile cleaning machine.

Clean Storm 12gal 1200psi 5 Stages Vacs Auto Fill 20gpm Auto Dump Flood
Pumper Comes With All 4 Hoses and Inline Filter 12-5000 80-5000
#1 best selling tile cleaning machine

Premium Grout Brush AB35 CHISELED STIFF for Tile Cleaning 8.897-287.0
310407 UNGCB20G
#1 best selling tile cleaning brush.

-DriStorm Mini Air Mover 2.3Amp, 1/5 HP, 3 Speed, GFCI AC085P230AT
Blower Micro Fan Small Compact
#1 Best Selling Tile Cleaning Air Mover!

Mytee LTD12 Speedster Tile and Carpet Cleaning Machine 12gal 1000psi
Dual 3 Stage Vacs Auto Fill Auto Dump Basic Package

.Clean Storm Wall and Countertop Grout Line Cleaning Wall with Vacuum
Recovery Wand Tool 20160109

Options available for Clean Storm 20160108 Corner Master Grout and Tile Cleaning Tool :

Quick Disconnect Coupler Needed
Male 22mm Brass Plug Screw On, Male Stainless Pressure Washer Style Plug 3/8, Carpet Cleaning Stainless
Steel 1/4" Female Quick Disconnect QD 104QDSS-S, .Male Brass Carpet Cleaners Style (Default) 1/4, Femae
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22mm Brass Socket Screw On, Female Stainless Pressure Washer Coupler Style Socket 3/8, Carpet Cleaning
Stainless Steel 1/4" Male Quick Disconnect QD 104QDSS NA010, Female Brass Carpet Cleaners Style 1/4,
Kaivac Male Quick Connect 1/4in MALE FLO-THRU Plug X BRASS /4" FPT [BR335].

Jet Size
Veelet 1502 (Default), Veelet 4004 1/8in Mpt SS Nozzle Meg - 8.711-472.0 [87114720).

Steambrite Supply - 210 662 9000 - info@steambrite.com Page 4/4


mailto:info@steambrite.com

