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Model Number: BRO60
Clean Storm BRO060, 1/4in Barbed X 1/4in Barbed Brass Hose Reducing Splicer Mender, 32093,
32-093

m Manufacturer: Clean Storm

Clean Storm BR0O60 Brass Hose Splicer / Mender - 1/4" Hose Barb x 1/4" Hose Barb
(32093 / 32-093)

Description

The Clean Storm BR060 Hose Splicer Mender is a reliable, high-strength solution
designed to connect or repair standard 1/4-inch inner diameter (ID) hoses.
Precision-machined from solid brass, this heavy-duty hose joiner offers exceptional
durability and corrosion resistance, making it ideal for high-pressure washing
systems, carpet extraction equipment, air lines, and fluid transfer applications.
Whether you need to mend a damaged hose section or extend your existing setup,
the dual-barbed design ensures a firm, leak-resistant grip when paired with
appropriate hose clamps or crimp ferrules.

Features

* Durable Brass Construction: Offers superior strength, longevity, and resistance to
rust and corrosion compared to plastic or aluminum alternatives.

« Precision Barbed Ends: Dual 1/4" raised barbs create a tight, secure seal inside
flexible tubing or hose.

* Versatile Application: Perfect for carpet cleaning machines, pressure washer
bypass lines, air hoses, and general water/fluid lines.

* Easy Installation: Simple push-on barb style allows for quick inline hose repairs
and splicing in the field or workshop.

Technical Specifications

Brand
Clean Storm

Model / MPN
BRO60 (32093 / 32-093)
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Connection Type
Hose Barb x Hose Barb (Splicer / Mender)

Connection Size
1/4" Barb ID x 1/4" Barb ID

Material
Solid Brass

Compatibility
1/4" Inner Diameter (ID) Hoses / Tubing

Application
Air, Water, Fluid Lines, Carpet Cleaning &amp; Pressure Washing Systems
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