Steambrite Supply

Model Number: 58040
Clean Storm 58040, Galvanized Steel Closed Nipple, 3/8 in MIP x 3/8 in MIP

Manufacturer: Clean Storm

Clean Storm 58040, Galvanized Steel Closed Nipple, 3/8 in MIP x 3/8 in MIP
Description

The Clean Storm 58040 3/8 in. MIP x 3/8 in. MIP Closed Nipple is designed for
high-strength, leak-free pipe connections in demanding pressure washing, plumbing,
and industrial fluid applications. Manufactured from durable galvanized steel, this
fitting provides excellent corrosion resistance and reliable performance under high
pressure. Featuring continuous external threads with no smooth middle unthreaded
section, a closed nipple allows for the shortest possible connection between two
female threaded components, optimizing space and structural rigidity in tight setups.
Features

» Compact Design: Closed nipple configuration features back-to-back threads for
ultra-tight spacing between fittings.

* Durable Construction: Made from high-grade galvanized steel to protect against
rust, corrosion, and everyday wear.

- Standard Fit: 3/8 in. Male Pipe Thread (MIP) on both ends for easy integration
into existing threaded systems.

« High-Pressure Ready: Built to withstand the demands of pressure washing, water
transfer, and industrial plumbing systems.

« Versatile Application: Ideal for pressure washer manifolds, hose reels, pumps,
and fluid supply lines.

Specifications

Brand
Clean Storm

Part Number / SKU
58040

Connection Type
3/8 in. MIP x 3/8 in. MIP

Fitting Type
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Closed Nipple

Material
Galvanized Steel

Threading Standard

National Pipe Taper (NPT) / MIP

Cross Reference SKUs

831509401

84NI[8003010C
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