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Model Number: 28076
Clean Storm 28076, 1/4 inch Brass Bar Stock Cap

Manufacturer: Clean Storm

Clean Storm 28076 1/4" Female NPT Brass Bar Stock Pipe Cap

Description

The Clean Storm 28076 1/4" Brass Bar Stock Cap is a high-grade, heavy-duty pipe
fitting designed to provide a secure and leak-tight seal for male-threaded 1/4-inch
pipe ends. Machined from premium solid brass bar stock, this female NPT fitting
delivers outstanding strength, structural integrity, and long-lasting durability under
demanding conditions.

Ideal for commercial, industrial, and carpet cleaning equipment applications, this
pipe cap features a hex body design that ensures easy installation and removal using
standard wrenches. It provides excellent resistance against corrosion, making it a
reliable solution for hydraulic, pneumatic, fuel, gas, and liquid line sealing.

Features

« Precision Bar Stock Construction: Machined from solid brass bar stock for
enhanced pressure resistance and extended service life.

* Secure Seal: Precision female NPT threads deliver a tight, leak-proof connection
for terminating pipe runs.

« Easy Installation: Features a hexagonal outer shape for a non-slip grip with
standard wrenches during maintenance or assembly.

« Corrosion-Resistant: Durable brass material resists rust and degradation in water,
oil, air, and chemical environments.

« Versatile Compatibility: Fits standard 1/4" male pipe threads across carpet
cleaning machines, pressure washers, plumbing systems, and air lines.

Specifications

Brand
Clean Storm

Part / Model Number
28076 (28-076)

Product Type
Bar Stock Pipe Cap
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Thread Size
1/4" Nominal Pipe Thread (FNPT / FNPTF)

Connection Type
Female Threaded

Material
Solid CA360 Brass Bar Stock

Hex Size
0.68" (11/16")

Maximum Pressure
Up to 1,200 PSI

Temperature Range
-65&deg;F to +250&deg;F (-53&deg;C to +121&deg;C)

Application Compatibility
Carpet Cleaning Equipment, Hydraulics, Pneumatics, Water Lines, Fuels,
&amp; Gases
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