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Model Number: T5

Clean Storm T5, Aftermarket Replacement Spray Bar Kit, Self Assembly, for Turbo Force TH-40

Manufacturer: Clean Storm

Clean Storm T5, Aftermarket Replacement Spray Bar Kit, Self Assembly, for Turbo
Force TH-40

Description
Restore the peak cleaning performance of your Turbo Force TH-40 Turbo Hybrid tile
and grout spinner tool with this economical aftermarket T5 replacement spray bar kit.
Designed as a direct budget-friendly alternative to purchasing a factory-assembled
bar, this self-assembly kit includes the central hub, two spray arms, and two angled
jet holders.
By assembling the components yourself using standard tools and sealant (such as
teflon tape, thread locker, or clear enamel), professional surface cleaners can achieve
significant cost savings and return their hard-surface spinner tool to service quickly.
Note on Compatibility: When fully assembled, the total spray bar diameter measures
10 &amp; 9/16 inches. This diameter may not fit older TH-40 models manufactured
prior to 2018. Please measure and confirm your existing spray bar diameter before
ordering. If uncertain, we recommended purchasing the factory pre-assembled OEM
version.

Features

    • Cost-Effective Solution: Substantial cost savings compared to factory
pre-assembled OEM spray bars.
    • Complete Kit Components: Comes with 1 central spray bar hub, 2 spray arms,
and 2 angled jet holder assemblies.
    • Restores Performance: Ideal for repairing bent, corroded, or unevenly rotating
spray bars to bring back balanced rotation and full cleaning efficiency.
    • Self-Assembly Design: Designed for easy user assembly using basic thread
sealant or thread locker (set at a 24-degree angle).
    • Direct Fit: Purpose-built compatibility for the Turbo Force TH-40 Turbo Hybrid
surface spinner tool.

Specifications
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            Brand / Line
            Clean Storm
        
        
            Item Type
            Aftermarket Replacement Spray Bar Kit
        
        
            Model / Series Fit
            Turbo Force TH-40 Turbo Hybrid
        
        
            Assembly Type
            Self Assembly (User Assembly Required)
        
        
            Assembled Diameter
            10 &amp; 9/16 Inches (Fits models built 2018 and later)
        
        
            Jet Angle Setting
            24-Degree Angle
        
        
            Included Components
            1 Central Hub, 2 Spray Arms, 2 Jet Holders, Hardware
        
        
            Items Not Included
            Spray Jets, Swivel Assembly, Spinner Head, TH-40 Tool
        
    

Common Reasons for Replacement

    • Spray bar bent or distorted after hitting hard obstacles or thresholds.
    • Uneven spray pattern causing streaks on tile and grout lines.
    • Reduced rotation speed or excessive vibration during operation.
    • Chemical corrosion and routine wear on high-hour machinery.

Maintenance Tip
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Whenever replacing a spray bar, always inspect the swivel, spray jets, filter screen,
quick connects, and brush ring. A worn swivel or partially clogged jet can hinder
spinner performance even after a new spray bar is installed.
Frequently Asked Questions
Q: Is this a factory OEM Turbo Force part?
A: No. This is an aftermarket replacement part designed specifically to fit the TH-40
tool.
Q: Does it arrive assembled?
A: No. This unit requires manual assembly of the hub, spray arms, and jet holders by
the user.
Q: Are spray jets included?
A: No. Spray jets are sold separately.
Q: Why choose this version over the OEM bar?
A: Because user assembly is required, labor costs are eliminated, passing significant
savings onto you.

Optional

    
        
             
            Don't like to work with your hands, don't want to self assemble, purchase it
pre-assembled
            Turbo Force T-5 Replacement Spray Bar Complete for Th-40 OEM 
        
    

NOTE: Diameter of Spray arm when fully assembled is 10 &amp; 9/16ths,
which may not fit older models built before 2018, please confirm bar
diameter before ordering.

(If uncertain, then recommended to order the OEM version linked above)

Availability: This product was added to our catalog on Thursday 23 February, 2017
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