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Model Number: AD2MP-4FP-B
Clean Storm AD2MP-4FP-B, Brass Adapter, 1/8 in NPT Male x 1/4 in NPT Female Reducing,
28191L, 140653, 9.803-054.0

Manufacturer: Clean Storm

Clean Storm AD2MP-4FP-B, Brass Adapter, 1/8 in NPT Male x 1/4 in NPT Female
Reducing

Description

The Clean Storm AD2MP-4FP-B is a heavy-duty, high-precision brass adapter
designed to seamlessly connect 1/8-inch Male Pipe (MIP) to 1/4-inch Female Pipe
(FIP). Manufactured from premium CA360 barstock brass, this adapter provides
maximum durability, superior corrosion resistance, and a leak-free seal.

Engineered for versatility, it is widely utilized across carpet cleaning machines,
hydraulic systems, instrumentation, fuel lines, LP and natural gas systems, and
refrigeration. Capable of enduring operating pressures up to 1,200 PSI and extreme
temperature swings, this fitting meets rigorous ASA, ASME, and SAE standards,
making it a reliable choice for professional equipment repair and custom plumbing
assemblies.

Features

« Precision Connection: Adapts 1/8" MIP (Male Pipe) directly to 1/4" FIP (Female
Pipe).

« High-Pressure Rating: Rated for working pressures up to 1,200 PSI.

» Wide Temperature Tolerance: Operates safely in extreme ranges from -65&deg;F
to +250&deg;F (-53&deg;C to +121&deg;C).

* Broad Material Compatibility: Connects seamlessly with brass, bronze, copper,
steel, aluminum, and iron piping.

« Industrial-Grade Construction: Built using premium CA360 brass for superior
mechanical strength and long-term durability.

* Industry Compliant: Fully conforms to ASA, ASME, and SAE standards (SAE#
130139).

Specifications

Brand
Clean Storm

Part Number / MPN
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AD2MP-4FP-B / 28191L

Thread Connection
1/8 in MIP x 1/4 in FIP

SAE Number
130139

Max Operating Pressure
Up to 1,200 PSI

Temperature Range
-65&deg;F to +250&deg;F (-53&deg;C to +121&deg;C)

Material
CA360 Brass (Barstock) / CA377 Brass (Forged)

Vibration Resistance
Fair Resistance

Compatible Pipe Materials
Brass, Bronze, Copper, Steel, Aluminum, and Iron

Standards Met
ASA, ASME, SAE

Typical Applications
Carpet Cleaning Machines, Hydraulics, Grease, Fuels, LP &amp; Natural Gas,
Refrigeration, Instrumentation

Cross Reference &amp; Industry Crossover SKUs
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140653

9.803-054.0

140652

2-11031

600196

98030540

X98030540

06120-0402

104R-42

10505B-102

106-0348

120 1/4 x 1/8

120-4-2

120-42

120-B-04x02
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120-BA

120A-BA

120RCA

122-42

222P-4-2

3200x4x2

3750402C

73200-4-2

A 08756

E23204x2

23204x2

PF222-4-2

S120-4-2
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