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Winterization Air Blow Out Stainless Steel KAV001-I Anit Freeze Valve 8.705-047.0

Winterization Air Blow Out Stainless Steel KAV001-I Anit
Freeze Valve 8.705-047.0

Model Number: KAV001-I

Winterization Air Blow Out Stainless Steel KAV001-I Anit Freeze Valve 8.705-047.0

Manufacturer: Clean Storm

Winterization Blow Out Valve Stainless steel KAV001-I

Install on the head of your pressure washing pump and use your shop air compressor
to blow as much water as possible out of your equipment to help prevent freeze
damage. 

1/8" Mip connection X air chuck

    
        
            Cross Reference Skus
            
            
                Landa 140073
                87050470
                8.705-047.0
                Pressure Pro KAV001
                KAV001-i for installed
            
            
        
    

 Optional

    
        
             
             3/8in Mip X 1/8in Fip Reducing Hex Bushing STEEL 6000psi - 540662 
        
    

 

Options available for Winterization Air Blow Out Stainless Steel KAV001-I Anit Freeze Valve 8.705-047.0 :

Add-ons
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Winterization Air Blow Out Stainless Steel KAV001-I Anit
Freeze Valve 8.705-047.0

Assembly in at Factory or Dealer, + None.

Availability: This product was added to our catalog on Wednesday 04 October, 2017
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