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Model Number: AK74X1-1-4F
Clean Storm AK74X1-1-4F, Sheave Pulley, 7.25in OD, A Belt, 7in Datum 1-1/4in Fixed Bore,
Spoked Type X 1-3/8 in Wide

Manufacturer: Clean Storm

Clean Storm AK74X1-1-4F, Sheave Pulley, 7.25in OD, A Belt, 7in Datum 1-1/4in
Fixed Bore, Spoked Type X 1-3/8 in Wide

Description

The Clean Storm AK74X1-1-4F Sheave Pulley is an industrial-grade drive component
engineered for smooth energy transfer and dependable long-term performance.
Designed for single-groove "A" section V-belts (3/8" and 1/2" wide belts), this cast iron
pulley features a 7.25-inch outer diameter and a 7.00-inch datum diameter. Its 1-1/4
inch fixed finished bore requires no separate bushing for installation, offering a direct,
secure fit for heavy-duty commercial machinery, pressure washers, cleaning
equipment, and industrial fan assemblies. The spoked Type X design minimizes
rotational mass while maintaining rigid structural integrity under continuous load.
Features

* Durable Cast Iron Construction: Built to withstand heavy duty operational strain
and resist wear over extended use.

« Precision Machined Groove: Designed specifically for single A-belt (4L) power
transmission drives.

* 1-1/4" Fixed Finished Bore: Ready to mount directly onto matching 1-1/4" keyway
drive shafts without additional bushings.

« Lightweight Spoked Design: Spoked Type X frame reduces overall weight and
rotational inertia without sacrificing strength.

* Corrosion Resistant Finish: Treated surface coat guards against rust and
environmental moisture in demanding industrial settings.

Specifications

Brand / Manufacturer
Clean Storm

Part Number / SKU
AK74X1-1-4F

Belt Section / Profile
A Belt / 4L Section
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Number of Grooves
1

Outer Diameter (OD)
7.25in

Datum / Pitch Diameter
7.00in

Bore Size
1-1/4 in (1.25 in) Fixed Finished Bore

Overall Face Width
1-3/8 in (1.375 in)

Construction Type
Spoked Type X

Material
Cast Iron

Cross Reference SKUs

AK74X1-1/4

AK74-1-1/4

AK74X1.25
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2AK74X1-1/4

TB WOODS AK7411/4

BROWNING AK74X1-1/4

CONGRESS AK74X1-1/4

MAUREY AK74-1-1/4
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