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Model Number: 20180507
Clean Storm 20180507, 1/2" FIP Jam Locknut, Zinc-Plated Steel, Conduit Fitting

Manufacturer: Clean Storm

Clean Storm 20180507, 1/2" FIP Jam Locknut, Zinc-Plated Steel, Conduit Fitting
Description

Ensure secure, vibration-resistant connections for your electrical conduit installations
with this 1/2" Female Iron Pipe (FIP) Jam Locknut. Fabricated from high-strength
steel and finished with a protective zinc plating, this thin-profile locknut is designed to
bite into metal enclosures and junction boxes to deliver a tight, reliable ground path
and lock threaded fittings firmly in place. Ideal for both commercial and residential
electrical projects requiring durable conduit hardware.

Features

« Vibration-Resistant Grip: Low-profile jam locknut design locks threaded fittings in
place to prevent loosening over time.

» Corrosion Resistance: Zinc-plated steel construction offers enhanced rust
protection and long-lasting durability in interior or sheltered applications.

 Reliable Grounding: Threaded edges secure tightly against metal junction boxes
and electrical enclosures to maintain continuity.

« Standard Compatibility: Precision-machined for smooth threading onto standard
1/2" FIP / NPS conduit connectors.

Specifications

Item Model / Part Number
20180507

Trade Size
1/2"

Thread Type
FIP (Female Iron Pipe)

Material
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Steel

Finish
Zinc-Plated

Fitting Type
Jam Locknut

Application
Rigid/IMC conduit fittings, electrical boxes, and industrial enclosures
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