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Parts & Accessories > Electrical Components > Clean Storm 20180911, Push Button Thermal Circuit
Breaker 15 Amp with Clear Boot & 1/4in Wire Connections

Model Number: 20180911
Clean Storm 20180911, Push Button Thermal Circuit Breaker 15 Amp with Clear Boot & 1/4in Wire
Connections

l Manufacturer: Clean Storm

Clean Storm 20180911, Push Button Thermal Circuit Breaker 15 Amp with Clear Boot
&amp; 1/4in Wire Connections

Description

The Clean Storm 20180911 is a reliable single-pole thermal overload circuit protection
device designed to keep your equipment safe from electrical surges. Ideal for dash or
switch panel mounts, this push-button circuit breaker is specially manufactured for
safe installations on gasoline-powered machinery and commercial cleaning
equipment. Designed with user convenience in mind, the breaker operates
continuously until tripped and will securely remain in the off position until the indicator
button is manually reset. Equipped with 1/4" quick-connect blade terminals, it
provides simple installation and effortless operation.

Features

» Thermal Overload Protection: Dependable single-pole thermal reset design
prevents electrical overheating and equipment damage.

« Easy Manual Reset: Clearly stays in the off position when tripped until manually
pushed back in to reset.

» Weather-Resistant Seal: Assembled with a clear hex boot to protect against dust,
moisture, and debris exposure.

* Quick Installation: Features 1/4" wide male spade terminals for quick, secure wire
connection.

» Gasoline Engine Rated: Built for safe operation on gasoline-powered machinery
and heavy-duty equipment setups.

* RoHS Compliant: Manufactured to high environmental and safety standards.

Specifications

Brand
Clean Storm

Part Number / SKU
20180911

Amperage Rating
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15 Amp

Voltage Rating
125&ndash;250 VAC, 32 VDC

Connection Type
1/4" (0.250") Male Quick-Connect Blade Terminals

Boot Style
Clear Protective Hex Boot Included

Interrupting Capacity
2500 Amps @ 32 VDC

Dielectric Strength
2500 VAC / 1 Minute

Insulation Resistance
100M Ohms

Voltage Drop
&lt; 0.25V

Operating Temperature
-10&deg;C to 60&deg;C (14&deg;F to 140&deg;F)

Compliance

RoHS Compliant

Cross Reference SKUs
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86001980

8.600-198.0

14700

Husqgvarna 523250401

805544639453
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