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Model Number: 12062

Clean Storm 12062, Goliath Waste Tank Lid Gasket, Neoprene Seal, Carpet Extractor, 12049J

Manufacturer: Clean Storm

Clean Storm 12062, Goliath Waste Tank Lid Gasket, Neoprene Seal, Carpet
Extractor
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The Clean Storm 12062 Gasket for Lid 12049J is an OEM-spec replacement
bubble-style waste tank lid gasket designed exclusively for Goliath carpet cleaning
machines. Engineered to restore airtight vacuum pressure and optimize extraction
efficiency, this durable foam gasket creates a tight, leak-proof seal between the waste
recovery tank rim and the 12049J clear bubble dome lid. Ideal for field repairs and
routine maintenance, it prevents vacuum pressure loss, stops moisture seepage, and
ensures maximum lift performance during heavy-duty carpet and upholstery cleaning
operations.
Features

    • Precision OEM Fit: Engineered specifically as a direct replacement gasket for
Clean Storm Goliath waste recovery tanks using the 12049J bubble style lid.
    • High-Density Foam Construction: Crafted from resilient, closed-cell neoprene
foam that resists chemical degradation, water absorption, and continuous
compression set.
    • Airtight Vacuum Restoration: Seals tiny gaps and imperfections along the tank rim
to eliminate vacuum leaks and maintain peak inches of water lift (CFM performance).
    • Chemical &amp; Moisture Resistant: Built to withstand harsh carpet cleaning
detergents, defoamers, hot water extraction temperatures, and recovery tank
wastewater.
    • Easy Drop-in Installation: Flexes smoothly into place along the perimeter channel
for fast, hassle-free replacement during routine field maintenance.

Applications

    • Clean Storm Goliath Commercial Carpet Extractors (all standard bubble lid
models).
    • Goliath Quad Vacuum / Dual Vacuum Portable Extraction Systems.
    • Truckmount recovery tank auxiliary systems utilizing Clean Storm 12049J dome
lids.
    • Commercial carpet cleaning, flood restoration, and high-pressure flood extraction
equipment.

Specifications

    
        
            Brand
            Clean Storm
        
        
            Part Number / Model
            12062
        
        
            Compatible Lid SKU
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            12049J (Bubble Style Waste Tank Lid)
        
        
            Primary Material
            High-Density Closed-Cell Neoprene / Foam Polymer
        
        
            Color / Finish
            Black
        
        
            Component Type
            Replacement Waste Tank Lid Gasket ONLY
        
        
            Compatible Equipment Type
            Goliath Carpet Extraction Machines / Portable Recovery Tanks
        
        
            Chemical Resistance
            Compatible with standard carpet cleaning detergents, extraction chemicals,
and defoamers
        
        
            Included Items
            1x Replacement Gasket (Gasket ONLY)
        
        
            Excluded Items
            Lid (12049J), L-Brackets, Screws, and Tank Assembly
        
    

Cross-Reference SKUs

    
        
            Clean Storm 12062
        
        
            CS-12062
        
        
            12062
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            12049J Gasket
        
        
            CS12062
        
        
            Goliath Lid Gasket 12062
        
        
            Goliath Waste Tank Gasket
        
    

Tips and Additional Information
Pre-Installation Cleaning: Before installing your new Clean Storm 12062 gasket,
thoroughly inspect and clean the mounting lip on both the Goliath waste tank and the
12049J bubble lid. Remove all residual adhesive, dirt, grit, and old gasket remnants to
ensure a completely flat sealing surface.
Proper Alignment &amp; Seating: Carefully align the gasket along the rim without
over-stretching the material. Over-stretching can cause thin spots or cause the gasket
to pull away from corners over time, leading to air leaks.
Component Clarification: Please note that this listing is for the Gasket ONLY. This
product does not include the plastic bubble dome lid (12049J), mounting L-brackets,
or attachment screws. If your clear lid or hardware is cracked or missing, those
components must be purchased separately.
Frequently Asked Questions
Q: Does this gasket include the transparent bubble lid or hardware?
A: No. This item is the replacement gasket ONLY (Part #12062). It does not include
the 12049J bubble lid, mounting L-brackets, or installation screws.
Q: How do I know if my Goliath lid gasket needs to be replaced?
A: If you notice a loss in suction power/water lift, visible cracking or flattening of the
current gasket, or water leaking around the edges of the clear dome lid during
extraction, your gasket should be replaced.
Q: Will this gasket fit other brands of portable extractors?
A: This gasket is specifically molded and sized for Clean Storm Goliath series carpet
extractors using the 12049J bubble lid. While it may fit similar recovery tank openings,
fitment is only guaranteed for compatible Clean Storm equipment.
Q: Is adhesive required to install this gasket?
A: In most standard Goliath setups, the gasket press-fits securely into place.
However, a light bead of weatherstrip adhesive or contact cement along the rim
channel can be used if additional retention is desired during heavy daily use.
Warranty &amp; Safety Information
Manufacturer Warranty: Clean Storm products are backed by a standard 90-day
manufacturer defect warranty against premature material failure, severe degradation,
or manufacturing defects under normal operating conditions.
Conditions Voiding Warranty &amp; Safety Warnings: Warranty coverage is void if the
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gasket is subjected to corrosive solvent chemicals outside standard carpet cleaning
protocols, exposure to temperatures exceeding maximum extractor ratings, improper
stretching/tearing during manual installation, or modification of the gasket thickness.
Always ensure waste tank pressure is relieved before opening or servicing lid seals
during operation.
Optional

    
        
            
            
                
                    
                        
                        Clean Storm 12049J, Replacement Goliath Bubble Style Waste Tank
Lid with Connecting Rod
                    
                
            
            
        
    

Availability: This product was added to our catalog on Tuesday 18 September, 2018
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