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Clean Storm 28103, 3/8 in MIP x 1/8 in FIP Brass Bushing
Adapter

Model Number: 28103

Clean Storm 28103, 3/8 in MIP x 1/8 in FIP Brass Bushing Adapter

Manufacturer: Clean Storm

Clean Storm 28103, 3/8 in MIP x 1/8 in FIP Brass Bushing Adapter
Description
The Clean Storm 28103 Brass Bushing Adapter is a high-grade, durable fitting
designed to seamlessly reduce connections from a 3/8" Male Iron Pipe (MIP) to a 1/8"
Female Iron Pipe (FIP). Crafted from heavy-duty brass (CA360 barstock / CA377
forged), this adapter provides superior corrosion resistance and reliable strength for a
wide array of fluid and gas applications. Built to meet rigorous ASA, ASME, and SAE
standards, it delivers a secure, leak-resistant connection rated for pressures up to
1200 PSI. Whether you are working with hydraulic lines, refrigeration systems, LP
gas, or general plumbing, this versatile fitting ensures peak system performance.     
Features

    • Precision Fitting: Efficiently connects 3/8" MIP to 1/8" FIP pipe configurations.
    • High Pressure Capacity: Engineered to withstand operating pressures up to 1200
PSI.
    • Premium Brass Construction: Manufactured using high-quality CA360 Brass for
barstock and CA377 Brass for forged components.
    • Multi-Material Compatibility: Safe for use with brass, bronze, copper, steel,
aluminum, and iron piping.
    • Industry Certified: Fully compliant with ASA, ASME, and SAE standards and
specifications.
    • Wide Temperature Rating: Dependable operation ranging from extreme
temperatures of -65&deg;F up to +250&deg;F (-53&deg;C to +121&deg;C).
    • Versatile Application: Suitable for grease, fuels, LP and natural gas, refrigeration,
instrumentation, and hydraulic systems.

Specifications

    
    
    
        
            Brand
            Clean Storm
        
        
            Part Number
            28103
        
        
            Connection Size

Steambrite Supply - 210 662 9000 - info@steambrite.com                       Page 1/3

mailto:info@steambrite.com


Steambrite
 Supply

Steambrite Supply Created on:  : Monday 12 October, 2026 

Parts & Accessories > Brass, Plastic, Steel, Stainless Hydraulic Fittings > Brass Fitting > Threaded X

Threaded > Clean Storm 28103, 3/8 in MIP x 1/8 in FIP Brass Bushing Adapter

Clean Storm 28103, 3/8 in MIP x 1/8 in FIP Brass Bushing
Adapter

            3/8 in MIP x 1/8 in FIP
        
        
            Operating Pressure
            Up to 1200 PSI
        
        
            Temperature Range
            -65&deg;F to +250&deg;F (-53&deg;C to +121&deg;C)
        
        
            Material
            CA360 Brass (Barstock) / CA377 Brass (Forged)
        
        
            SAE Reference #
            130140
        
        
            Vibration Resistance
            Fair
        
        
            Compatible Pipe Materials
            Brass, Bronze, Copper, Steel, Aluminum, Iron
        
        
            Standards Conformance
            ASA, ASME, SAE
        
    

Cross Reference SKUs

    
    
    
        
            28103
        
        
            28-103
        
        
            SAE 130140
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Availability: This product was added to our catalog on Wednesday 31 October, 2018
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