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Model Number: 32533
Clean Storm 32533, Brass Ferrule .781 inches X 1 inches Short X .02 Gauge Common for 3/8 in ID
Hose

Manufacturer: Clean Storm

Clean Storm 32533 Brass Ferrule .781 in. ID x 1 in. Long (.02 Gauge) for 3/8 in. ID
Hose

Description

The Clean Storm 32533 Brass Ferrule is a heavy-duty, precision-engineered crimp
fitting designed for secure hose assembly terminations. Manufactured to
accommodate 3/8 in. inner diameter (ID) hoses, this ferrule features an inside
diameter of .781 inches and a total length of 1 inch with a standard .02 gauge wall
thickness. Constructed from high-quality brass, it offers excellent corrosion
resistance, durability, and a tight, leak-free seal across various industrial, pressure
washing, and fluid transfer applications.

Features

« Durable Brass Construction: Offers superior corrosion resistance and longevity
under high-stress conditions.

* Precise Fit: Designed specifically for 3/8 in. ID hoses with a .781 in. ferrule inner
diameter.

« Reliable Crimp Connection: Ensures a tight, leak-proof seal for high-pressure fluid
lines.

« Standard Wall Thickness: Engineered with a .02 gauge wall thickness for
consistent crimping performance.

* Versatile Application: Ideal for pressure washing equipment, air hoses, and
general industrial fluid transfer systems.

Specifications

Brand
Clean Storm
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Part Number / SKU
32533

Material
Brass

Hose Inner Diameter (ID)
3/8in.

Ferrule Inner Diameter (ID)
0.781 in.

Length
1lin.

Gauge / Wall Thickness
.02 Gauge

UNSPSC Code
40170000

Cross Reference SKUs

32533

32-533

40170000
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