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Parts & Accessories > Electrical Adapter Temporary Power Boxes > Clean Storm 20191124, 10-30P to
L6-20R Power Cord Adapter, 4 ft, 10 AWG, Husqvarna PG280, PG450, Grinders DM340

Model Number: 20191124
Clean Storm 20191124, 10-30P to L6-20R Power Cord Adapter, 4 ft, 10 AWG, Husqgvarna PG280,
PG450, Grinders DM340

/ y. Manufacturer: Clean Storm
//’
s Clean Storm 20191124, 10-30P to L6-20R Power Cord Adapter, 4 ft, 10 AWG
Description

Safely adapt your high-power surface preparation equipment to standard 3-prong
250V dryer outlets with the Clean Storm 20191124 Power Cord Adapter. Designed
specifically for industrial concrete grinders and drills&mdash;such as the Husqvarna
PG280, PG450, and DM340&mdash;this heavy-duty 4-foot adapter bridge features a
right-angle NEMA 10-30 male plug on one end and a secure NEMA L6-20 locking
female receptacle on the other.

Constructed with durable 10 AWG copper wiring, this power adapter supports up to
30 Amps of overload, delivering reliable performance up to 7,500 Watts at 250 Volts.
The twist-lock connector prevents accidental disconnections during heavy-duty jobsite
operations, ensuring a stable power supply for your tools.

Features

« Equipment Compatible: Designed for use with Husqvarna PG280 and PG450
concrete grinders, as well as DM340 core drills.

» Secure Twist-Lock Connection: NEMA L6 locking female receptacle locks in tight
to prevent unplugging from vibration or movement.

« Heavy-Duty Construction: Built with high-grade 10 AWG copper wire capable of
handling high amp loads without overheating.

* Right-Angle Molded Plug: Space-saving NEMA 10-30 right-angle male plug fits
flush into standard dryer outlets.

« High Power Capacity: Supports up to 20A / 30A max overload, 250V, and up to
7,500 Watts.

Specifications

Brand / Part Number
Clean Storm 20191124
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Input Plug
NEMA 10-30P (3-Prong Dryer, 250V, Right-Angle Molded Male)

Output Receptacle
NEMA L6 Locking Series (3-Prong, 250V, 20A Molded Female)

Cable Gauge
10 AWG Pure Copper

Length
48 inches (4 Feet)

Voltage Rating
250 Volt

Amperage Rating
20 Amp Continuous (Max 30 Amp Overload Support)

Wattage Rating
7,500 Watts

Compatible Models
Husqgvarna PG280, PG450 Grinders; Husqvarna DM340 Core Drill

Ships From
San Antonio, TX 78266

Cross Reference SKUs
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16194

Note: Equipment configurations can vary. Husqvarna PG530 models have also been
sold with L6-30P, L6-20P, and L14-30P plugs. Please verify your equipment's plug
configuration prior to ordering to ensure compatibility.

Optional

Clean Storm HEPA Concrete Grinder Dust Slurry Extractor Collector Triple
Vacuum Motors 5 Stage Filter System Wet/Dry Shop Vac 335CFM 20230111
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