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Clean Storm 20220126, 1/4 Inch Truckmount High Pressure
Needle Valve, L2: 2.13 in, H3: 2.67 in

Model Number: 20220126

Clean Storm 20220126, 1/4 Inch Truckmount High Pressure Needle Valve, L2: 2.13 in, H3: 2.67 in

Manufacturer: Clean Storm

Clean Storm 20220126, 1/4 Inch Truckmount High Pressure Needle Valve, L2: 2.13
in, H3: 2.67 in
Description
Many high pressure carpet cleaning machines need to keep the high pressure water
in motion through the heat exchanger and spray a small amount back to a water box
or dirty water tank. This high pressure needle valve can be installed on that loop to
ensure you spray the correct amount.
Features

    • Micrometer adjustment knob for accurate valve setting.
    • Rugged construction with carbon steel body and black oxide plating.
    • Full shut-off capability.
    • Handles a maximum pressure of 5000 PSI and flow rates from 0 to 42 GPM.

Specifications

    
        
            ITEM INFO
            Needle Valve
        
        
            D1
            0.76
        
        
            D2
            1.18
        
        
            D3
            1/4 NPT
        
        
            B
            1.1
        
        
            WEIGHT
            0.000
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Clean Storm 20220126, 1/4 Inch Truckmount High Pressure
Needle Valve, L2: 2.13 in, H3: 2.67 in

        
            H1
            0.55
        
        
            H2
            2.41
        
        
            H3
            2.67
        
        
            L1
            1.07
        
        
            L2
            2.13
        
        
            Body Material
            Carbon steel w/ black oxide plating
        
        
            Handle Material
            Zinc Alloy
        
        
            Set Screw
            Steel
        
        
            Packing
            Buna O-Ring/ PTFE stem packing
        
        
            Maximum Pressure
            5000 PSI
        
        
            Temperature Ratings
            -4&deg;F to 176&deg;F (-20&deg;C to 80&deg;C)
        
        
            Flow Rate
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            0-42 GPM
        
    

Availability: This product was added to our catalog on Wednesday 26 January, 2022
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