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Model Number: 28093
Clean Storm 28093, 1/8" MIP Countersunk Hex Plug, Brass Pipe Fitting

Manufacturer: Clean Storm

Clean Storm 28093, 1/8" MIP Countersunk Hex Plug, Brass Pipe Fitting

Description

The Clean Storm 28093 Countersunk Hex Plug is a high-grade brass pipe fitting
designed to reliably seal unused 1/8" female NPT/MIP threaded ports. Featuring a
compact, flush-mount countersunk design with an internal Allen (hex) drive socket,
this plug sits flush with the port face once installed. This makes it an ideal solution for
tight-clearance applications where external hex heads might obstruct movement or
interfere with surrounding components.

Engineered for durability and high performance under pressure, this brass fitting
supports working pressures up to 1200 PSI and wide temperature ranges. It is widely
used in pressure washing systems, air compressors, hydraulics, fuel lines, and
general fluid-handling plumbing setup.

Features

* Flush-Mount Profile: Countersunk design sits flush with the surface to prevent
shags and save space in tight clearance environments.

« Internal Allen Drive: Features a standard 0.18" internal hex socket for easy
tightening and removal with an Allen key.

« Solid Brass Construction: Offers superior durability and corrosion resistance
across various liquid and gas applications.

« High Pressure &amp; Temperature Rating: Built to withstand pressures up to
1,200 PSI and working temperatures from -65&deg;F to +250&deg;F.

« Versatile Compatibility: Safely connects with brass, bronze, copper, steel,
aluminum, and iron piping systems.

Specifications

Brand
Clean Storm

Part Number / SKU
28093
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Connection Size
1/8" Male NPT / MIP / NPTF

Head Style
Countersunk / Internal Hex (Allen Drive)

Socket Size
0.18in.

Material
Solid Brass

Maximum Pressure
1200 PSI

Temperature Range
-65&deg;F to 250&deg;F (-53&deg;C to 121&deg;C)

Compatible Materials
Brass, Bronze, Copper, Steel, Aluminum, Iron

Applications
Pressure Washers, Air Compressors, Hydraulics, Fuel Systems, Lubrication,
Instrumentation

Industry Crossover Numbers

017106

06115-02

109AL-2
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109CS-A

118-2

118-A

118A

17106

219P-2

226200

23155-2

23155X2

3153x2

50785K112

88153

B415

BP118-2

S219P-2
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