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Model Number: 28094
Clean Storm 28094, 1/4" MIP Brass Countersunk Hex Plug

Manufacturer: Clean Storm

Clean Storm 28094, 1/4" MIP Brass Countersunk Hex Plug

Description

The Clean Storm 28094 Countersunk Hex Plug is engineered for high-performance
fluid handling and pressure-sealing applications. Constructed from heavy-duty,
corrosion-resistant solid brass, this precision-machined fitting features 1/4" Male Pipe
Threads (MIP/MNPT) that ensure a tight, reliable leak-proof seal.

Designed with an internal hex socket, the plug fits completely flush into ports,
eliminating protruding heads. This makes it an ideal solution for tight-clearance
plumbing, pressure washers, hydraulic lines, fuel systems, and compressed air
setups where space is limited.

Features

* Flush-Mount Profile: Countersunk internal Allen-hex socket drive allows the plug
to sit completely flush with the surface for smooth installations in tight spaces.

« Solid Brass Construction: Offers superior corrosion resistance, long durability,
and reliable strength under extreme working environments.

* Precision Machined NPTF Threads: 1/4"-18 male threads ensure accurate
threading and a secure, tight seal against leaks.

* High Pressure &amp; Temp Resistance: Rated to handle up to 1,200 PSI and
extreme temperatures ranging from -65&deg;F to 250&deg;F.

« Versatile Compatibility: Designed for use with brass, copper, bronze, aluminum,
iron, and steel pipe systems carrying air, water, fuels, and hydraulic fluids.

Specifications

Specification
Details

Brand / Model

Clean Storm 28094

Fitting Type
Countersunk Hex Plug

Connection Size
1/4 in.
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Connection Type / Thread
1/4" - 18 Male NPTF (MIP / MNPT)

Body Material
Solid Brass

Drive / Hex Socket Size
0.26 in. Allen / Hex Key Socket

Overall Length
0.45 in.

Max Working Pressure
Up to 1,200 PSI

Operating Temperature Range
-65&deg;F to 250&deg;F (-53&deg;C to 121&deg;C)

Compatible Piping Materials
Aluminum, Brass, Bronze, Copper, Iron, Steel

Cross Reference Skus

Industry Crossover Numbers

017107

06115-04

109AL-4

109CS-B
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118-4

118-B

118B

17107

219P-4

226400

23155X4

3153x4

50785K113

68591

88154

BP118-4

C415

E23155-4

E23155X4

S219P-4
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